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TOP OF ROOTBALL LEVEL WITH OR
SLIGHTLY ABOVE SURROUNDING GRADE.

REMOVE CONTAINER BEFORE PLANTING.
CLEANLY PRUNE ANY ENCIRCLING ROOTS.

MULCH — SEE LANDSCAPE NOTES. NO

MORE THAN 1" OF MULCH ON TOP OF
ROOT BALL

HEIGHT

LOOSENED SOIL. DIG AND TURN SOIL TO
REDUCE COMPACTION TO THE AREA AND
DEPTH SHOWN

BOTTOM OF ROOT BALL RESTS ON |
EXISTING OR RECOMPACTED SOIL. :

3x WIDEST DIMENSION OF ROOTBALL

\V\/ATER
|
|
|
|

NOTE: EXTEND SOD TO EDGE

s

CLEANLY PRUNE ONLY DAMAGED,
DISEASED AND/OR WEAK BRANCHES.

ROOTBALL

4" HIGH X 8" WIDE ROUND-TOPPED
SOIL BERM ABOVE ROOT BALL
SURFACE SHALL BE CONSTRUCTED
AROUND THE ROOT BALL. BERM SHALL
BEGIN AT ROOT BALL PERIPHERY

PRIOR TO MULCHING, LIGHTLY TAMP
SOIL AROUND THE ROOTBALL IN 6"
LIFTS TO BRACE SHRUB. DO NOT
OVER COMPACT. WHEN THE PLANTING
HOLE HAS BEEN BACKFILLED, POUR
WATER AROUND THE ROOT BALL TO
SETTLE THE SOIL

EXISTING SOIL

NOTE: MEASURE HEIGHT FROM TOP OF ROOT BALL
SEE PLANT SCHEDULE FOR REQUIRED HEIGHT AND
SPREAD FOR EACH SPECIES

/2 \PLANTING DETAIL FOR SHRUBS

WSOALE: NOT TO SCALE

LLLLLLLLLLLLLLLLLLLLLLL

GRAPHIC SCALE

O 10 20 40 60 30
SCALE IN FEET

LANDSCAPE NOTES:

1. ALL PLANT MATERIAL FLORIDA #1 OR BETTER.

2. FERTILIZE ALL PLANTINGS WITH OSMOCOTE OR OTHER APPROVED

SLOW RELEASE FERTILIZER AT MANUFACTURER'S RECOMMENDED

RATE BEFORE MULCHING.

DECREASE PLANT SPACING AS REQUIRED TO ALLOW PLACEMENT

OF THE DESIGNATED NUMBER OF PLANTS PER GROUPING.

APPLY CASARON OR OTHER APPROVED PRE—-EMERGENT HERBICIDE

TO ALL PLANTING AREAS BEFORE MULCHING.

MULCH ALL AREAS OF TREE, SHRUB AND GROUNDCOVER MASS

PLANTINGS WITH 3” PINESTRAW MULCH.

SOD ALL DISTURBED AREAS TO COMPLY WITH WALTON COUNTY

LAND DEVELOPMENT CODE SECTIONS 5.01.01(E), 5.01.01(F) AND

5.01.03.

7. AUTOMATIC IRRIGATION SYSTEM TO PROVIDE 100% COVERAGE OF
ALL LANDSCAPE AREAS.

8. PROVIDE BACKFLOW PREVENTION PER CITY REQUIREMENTS.

9. PROVIDE RAIN SHUT OFF DEVICE PER FL. STATE LAW.

10. SEE SHEET LP1 FOR INSTALLATION DETAILS.

@ o &>

LANDSCAPE LEGEND
GROUNDCOVER
18,000+ S.F. INCLUDING 10% FOR WASTE
CENTIPEDE SOD
EREMOCHLOA OPHIUROIDES

SHRUBS 97 DWARF YAUPON HOLLY
0) ILEX VOMITORIA 'NANA'

1 GAL. 30" O.C.
UNDERSTORY TREES

18 CABBAGE PALM

SABAL PALMETTO

10-14' HEIGHT STAGGERED
CANOPY TREES

11 RED MAPLE

ACER RUBRUM
6' HEIGHT

BAY COUNTY OVERALL REQUIREMENT - (10% LANDSCAPE REQUIREMENT)

TOTAL SITE AREA LANDSCAPE AREA REQUIRED LANDSCAPE AREA PROVIDED
52,387 SQ. FT. 5,239 SQ. FT. (10%) 26,937 SQ. FT. (51%)
BUILDING FRONTAGE
REQUIRED REQUIRED PROVIDED
20 S.F. PER 1,000 S.F. BLDG. FOR 5,673 S.F. BLDG.
113 S.F. 341 S.F.
1 SHRUB PER 5 L.F. BLDG FOR 120 L.F. BLDG.
24 SHRUBS 24 SHRUBS
PARKING AREA
REQUIRED REQUIRED FOR 2,160 S.F. PROVIDED

PER 2,700 S.F. PARKING STALLS

1 CANOPY TREE

2 EXISTING TREES

1 CANOPY TREE

10' LANDSCAPE BUFFER - SOUTH (THOMAS DRIVE)

REQUIRED REQUIRED PROVIDED
PER 50 L.F. FRONTAGE FOR 183 L.F. FRONTAGE
3 CANOPY TREES 11 CANOPY TREES 11 CANOPY TREES *
5 UNDERSTORY TREES 18 UNDERSTORY TREES 18 UNDERSTORY TREES
20 SHRUBS 73 SHRUBS 73 SHRUBS
SPREAD

SEE PLANT SCHEDULE

HEIGHT
SEE PLANT SCHEDULE

| —
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NOTES:

el A

GRADE.

3x WIDEST DIMENSION OF ROOTBALL

REMOVE ALL STRING &/OR WIRE WRAPPED AROUND TRUNK.
REMOVE ALL STRAPS, ROPES, WIRE &/OR STRINGS USED TO LIFT THE ROOTBALL.
REMOVE ALL BURLAP &/OR WIRE FROM THE TOP OF THE ROOT BALL.

TOP OF FIRST FEEDER ROOT TO BE SET SLIGHTLY ABOVE SURROUNDING FINISH

/"1 \TREE PLANTING

WSCALE: NOT TO SCALE

CLEANLY PRUNE DAMAGED, DISEASED
AND/OR WEAK BRANCHES. DO NOT
PRUNE CENTRAL LEADER.

TOP OF ROOTBALL LEVEL WITH OR
SLIGHTLY ABOVE SURROUNDING GRADE.

EARTH SAUCER BEYOND EDGE OF
ROOTBALL.

REMOVE CONTAINER BEFORE PLANTING.
CLEANLY PRUNE ANY ENCIRCLING ROOTS.

MULCH — SEE LANDSCAPE NOTES. NO
MORE THAN 1" OF MULCH ON TOP OF
ROOT BALL

NOTE: PRIOR TO MULCHING, LIGHTLY
TAMP SOIL AROUND THE ROOTBALL IN 6"
LIFTS TO BRACE TREE. DO NOT OVER
COMPACT. WHEN THE PLANTING HOLE
HAS BEEN BACKFILLED, POUR WATER
AROUND THE ROOT BALL TO SETTLE THE
SOIL

EXISTING SOIL
LOOSENED SOIL. DIG AND TURN SOIL TO
REDUCE COMPACTION TO THE AREA AND
DEPTH SHOWN

BOTTOM OF ROOT BALL RESTS ON
EXISTING OR RECOMPACTED SOIL.

SOURCE DATA FOR SITE PLAN PROVIDED BY MCNEIL—CARROLL ENGINEERING, INC.

24171-EXPRESS OIL THOMAS
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