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NOTE: FIELD ADJUST
LANDSCAPE AS REQUIRED TO
SCREEN UTILITIES

NOTE: FIELD ADJUST
LANDSCAPE AS REQUIRED TO
AVOID CONFLICTS WITH LIGHT
POLES

NOTE: EXTEND SOD TO EDGE
OF WATER

EXISTING CANOPY TREES TO REMAIN

FOR 183 L.F. FRONTAGE

REQUIRED

11 CANOPY TREES

18 UNDERSTORY TREES 18 UNDERSTORY TREES

11 CANOPY TREES *

PROVIDED

5 UNDERSTORY TREES

3 CANOPY TREES

PER 50 L.F. FRONTAGE

REQUIRED

10' LANDSCAPE BUFFER - SOUTH (THOMAS DRIVE)

1 SHRUB PER 5 L.F. BLDG

24 SHRUBS24 SHRUBS

FOR 120 L.F. BLDG.

FOR 5,673 S.F. BLDG.

REQUIRED

113 S.F. 341 S.F.

PROVIDED

20 S.F. PER 1,000 S.F. BLDG.

REQUIRED

BUILDING FRONTAGE

PARKING AREA

REQUIRED

PER 2,700 S.F. PARKING STALLS

1 CANOPY TREE

PROVIDEDREQUIRED FOR 2,160 S.F.

73 SHRUBS 73 SHRUBS20 SHRUBS

5,239 SQ. FT. (10%)

BAY COUNTY OVERALL REQUIREMENT - (10% LANDSCAPE REQUIREMENT)

TOTAL SITE AREA
52,387 SQ. FT.

LANDSCAPE AREA REQUIRED LANDSCAPE AREA PROVIDED
26,937 SQ. FT. (51%)

1 CANOPY TREE 2 EXISTING TREES

LANDSCAPE LEGEND
GROUNDCOVER

18,000± S.F. INCLUDING 10% FOR WASTE
CENTIPEDE SOD
EREMOCHLOA OPHIUROIDES

SABAL PALMETTO
18 CABBAGE PALM

10-14' HEIGHT STAGGERED

97 DWARF YAUPON HOLLY
ILEX VOMITORIA 'NANA'
1 GAL.  30" O.C.

6' HEIGHT

11 RED MAPLE
ACER RUBRUM

CANOPY TREES

SHRUBS

UNDERSTORY TREES
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LP1TREE PLANTING
TREE

PLANTING DETAIL FOR SHRUBS
PLANTING DETAIL FOR SHRUBS
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