
OWNER
SJAC FOOD GROUPS HOLDING, LLC
3080 HIGHLANDS PARKWAY, SUITE C

SMYRNA, GEORGIA 30082
STERLING COLEMAN

SCOLEMAN@STLMANAGEMENT.COM
678-309-3330

DEVELOPER
EXPRESS OIL CHANGE, LLC

1880 SOUTHPARK DR.
JON DAVIS

JDAVIS@EXPRESSOIL.COM
205-943-5770

PROPOSED

MINOR AUTO SERVICE
LOCATION OF SITE

4420 W 6TH AVENUE
PAYNE COUNTY

STILLWATER, OK 74074

FOR

PREPARED BY

GENERAL NOTE:
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REVIEW ALL OF THE DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THIS PROJECT

WORK SCOPE PRIOR TO THE INITIATION OF CONSTRUCTION. SHOULD THE CONTRACTOR FIND A CONFLICT WITH THE DOCUMENTS RELATIVE TO
THE SPECIFICATIONS OR APPLICABLE CODES, IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE PROJECT ENGINEER OF RECORD IN
WRITING PRIOR TO THE START OF CONSTRUCTION. FAILURE BY THE CONTRACTOR TO NOTIFY THE PROJECT ENGINEER SHALL CONSTITUTE

ACCEPTANCE OF FULL RESPONSIBILITY BY THE CONTRACTOR TO COMPLETE THE SCOPE OF THE WORK AS DEFINED BY THE DRAWINGS AND IN
FULL CONFORMANCE WITH LOCAL REGULATIONS AND CODES.

C-101

COVER
SHEET

LOCATION MAP
SCALE: NTS

REFERENCES
ALTA/NSPS LAND TITLE SURVEY
BOHLER ENGINEERING
2600 NETWORK BLVD., SUITE 310
FRISCO, TX 75034
DATED: 10/15/2024

GEOTECHNICAL INVESTIGATION
REPORT:
TERRACON CONSULTANTS, INC.
13145 KALLAN AVENUE
TYLER, TEXAS 75703
PHONE: (903) 593-7252
DATED: 10/18/2024

ARCHITECTURAL PLAN:
ARCODEV ARCHITECTS
45 SPYGLASS DRIVE
LITTLETON, CO 80123
DATED: 03/25/2024

BOURBON STREET SQUARE
DEVELOPMENT IMPROVEMENT
PLANS:
GOSE & ASSOCIATES
113 E. 8TH AVENUE
STILLWATER, OK 74074
DATED: 03/2017

BOURBON STREET SQUARE
DRAINAGE REPORT:
ELLEN W. STEVENS, PHD
DATED: 01/26/2017

GOVERNING AGENCIES
CITY OF STILLWATER
COMMUNITY DEVELOPMENT
DEPARTMENT:
723 S. LEWIS ST.
STILLWATER, OK 74074
PHONE: (405) 742-8220

CITY OF STILLWATER
ENGINEERING DEPARTMENT:
723 S. LEWIS ST.
STILLWATER, OK 74074
PHONE: (405) 533-8491

FIRE DEPARTMENT
1506 S. MAIN ST, .
STILLWATER, OK 74074
PHONE: (405) 742-8308

UTILITIES
POWER - STILLWATER ELECTRIC:

   P.O. BOX 1449
   STILLWATER, OK 74074

PHONE: (405) 742-8367

GAS - OKLAHOMA NATURAL GAS:
PHONE: (918) 500-0086

TELEPHONE - AT&T:
PHONE: (405) 564-7205

WATER - CITY OF STILLWATER:
723 S. LEWIS ST.
STILLWATER, OK 74074
PHONE: (405) 533-8483

SEWER - CITY OF STILLWATER:
723 S. LEWIS ST.

   STILLWATER, OK 74074
   PHONE: (405) 533-8483

THE ABOVE REFERENCED DOCUMENTS ARE INCORPORATED BY REFERENCE AS PART OF THESE PLANS,
HOWEVER, BOHLER DOES NOT CERTIFY THE ACCURACY OF THE WORK REFERENCED OR DERIVED FROM
THESE DOCUMENTS, BY OTHERS.

REFERENCES
AND CONTACTS

GENERAL NOTE:
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REVIEW ALL OF THE DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THIS PROJECT

WORK SCOPE PRIOR TO THE INITIATION OF CONSTRUCTION. SHOULD THE CONTRACTOR FIND A CONFLICT WITH THE DOCUMENTS RELATIVE TO
THE SPECIFICATIONS OR APPLICABLE CODES, IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE PROJECT ENGINEER OF RECORD IN
WRITING PRIOR TO THE START OF CONSTRUCTION. FAILURE BY THE CONTRACTOR TO NOTIFY THE PROJECT ENGINEER SHALL CONSTITUTE

ACCEPTANCE OF FULL RESPONSIBILITY BY THE CONTRACTOR TO COMPLETE THE SCOPE OF THE WORK AS DEFINED BY THE DRAWINGS AND IN
FULL CONFORMANCE WITH LOCAL REGULATIONS AND CODES.

CONTACT: MATHIAS HAUBERT, P.E.

(469) 458-7300 | MHAUBERT@BOHLERENG.COM

2600 NETWORK BLVD, STE 310, FRISCO, TX 75034
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DOCUMENT UNLESS INDICATED OTHERWISE.

SHEET NUMBER:

SHEET TITLE:

TXA240150.00-0A
AAA
MJH

12/28/2024
P-CIVL-CNDS

CONSTRUCTION
DOCUMENTS

PROPOSED
MINOR AUTO SERVICE

4420 W 6TH AVE
PAYNE COUNTY

STILLWATER, OK 74074

It's fast. It's free. It's the law.
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2600 NETWORK BLVD, SUITE 300
FRISCO, TX 75034

Phone: (469) 458-7300
TX@BohlerEng.com

OBPE No. CA7799 | OBPLS No. CA7799

PROJECT BENCHMARKS

BM#1
X-CUT SET ON THE TOP BACK OF CURB OF AN ACCESS DRIVE ON THE
NORTH SIDE OF STATE HIGHWAY 51 (W. 6TH AVE.), LOCATED
APPROXIMATELY 42 FEET NORTHWEST OF A GAS LINE MARKER AND
APPROXIMATELY 121 FEET NORTHEAST OF A “DO NOT ENTER” SIGN.

ELEVATION = 882.10 FEET

BM#2
X-CUT SET ON TOP BACK OF CURB ON THE NORTH SIDE OF STATE
HIGHWAY 51 (W. 6TH AVE.) AND BEING LOCATED ON THE SUBJECT
PROPERTY, LOCATED APPROXIMATELY 59 FEET SOUTHWEST OF THE
CENTER OF A SANITARY SEWER MANHOLE LID AND APPROXIMATELY 65
FEET SOUTHEAST OF A GAS LINE MARKER.

ELEVATION = 883.06 FEET

PLANS PREPARED BY

FOR REVIEW PURPOSES ONLY
MATHIAS HAUBERT

LICENSE NUMBER: 33561
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DEMOLITION NOTES (Rev. 1/2023)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. THE CONTRACTOR MUST CONDUCT DEMOLITION/REMOVALS ACTIVITIES IN SUCH A MANNER AS TO ENSURE MINIMUM
INTERFERENCE WITH ROADS, STREETS, SIDEWALKS, WALKWAYS, AND ALL OTHER ADJACENT FACILITIES. THE CONTRACTOR
MUST OBTAIN ALL APPLICABLE PERMITS FROM THE APPROPRIATE GOVERNMENTAL AUTHORITY(IES) PRIOR TO THE
COMMENCEMENT OF ANY ROAD OPENING OR DEMOLITION ACTIVITIES IN OR ADJACENT TO THE RIGHT-OF-WAY.

3. WHEN DEMOLITION-RELATED ACTIVITIES IMPACT ROADWAYS AND/OR ROADWAY RIGHT-OF-WAY, THE CONTRACTOR MUST
PROVIDE TRAFFIC CONTROL AND GENERALLY ACCEPTED SAFE PRACTICES IN CONFORMANCE WITH THE CURRENT FEDERAL
HIGHWAY ADMINISTRATION "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MUTCD), AND THE FEDERAL, STATE, AND LOCAL
REGULATIONS.

4. THE DEMOLITION (AND/OR REMOVALS) PLAN IS INTENDED TO PROVIDE GENERAL INFORMATION AND TO IDENTIFY ONLY
CONDITIONS REGARDING ITEMS TO BE DEMOLISHED, REMOVED, AND/OR TO REMAIN.
A. THE CONTRACTOR MUST ALSO REVIEW ALL CONSTRUCTION DOCUMENTS AND INCLUDE WITHIN THE DEMOLITION ACTIVITIES

ALL INCIDENTAL WORK NECESSARY FOR THE CONSTRUCTION OF THE NEW SITE IMPROVEMENTS.
B. THIS PLAN IS NOT INTENDED TO AND DOES NOT PROVIDE DIRECTION REGARDING THE MEANS, METHODS, SEQUENCING,

TECHNIQUES AND PROCEDURES TO BE EMPLOYED TO ACCOMPLISH THE WORK. ALL MEANS, METHODS, SEQUENCING,
TECHNIQUES AND PROCEDURES TO BE USED MUST BE IN STRICT ACCORDANCE AND CONFORMANCE WITH ALL STATE,
FEDERAL, LOCAL, AND JURISDICTIONAL REQUIREMENTS. THE CONTRACTOR MUST COMPLY WITH ALL OSHA AND OTHER
SAFETY PRECAUTIONS NECESSARY TO PROVIDE A SAFE WORK SITE FOR THE CONTRACTOR AND THE PUBLIC.

5. THE CONTRACTOR MUST PROVIDE ALL "METHODS AND MEANS" NECESSARY TO PREVENT MOVEMENT, SETTLEMENT, OR
COLLAPSE OF EXISTING STRUCTURES, AND ANY OTHER IMPROVEMENTS THAT ARE REMAINING ON OR OFF SITE. THE
CONTRACTOR, AT THE CONTRACTOR'S SOLE COST, MUST REPAIR ALL DAMAGE TO ALL ITEMS AND FEATURES THAT ARE TO
REMAIN. CONTRACTOR MUST USE NEW MATERIAL FOR ALL REPAIRS. CONTRACTOR'S REPAIRS MUST INCLUDE THE
RESTORATION OF ALL ITEMS AND FEATURES REPAIRED TO THEIR PRE-DEMOLITION CONDITION, OR BETTER. CONTRACTOR MUST
PERFORM ALL REPAIRS AT THE CONTRACTOR'S SOLE EXPENSE.

6. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR JOB SITE SAFETY OR SUPERVISION. THE
CONTRACTOR MUST PROCEED WITH THE DEMOLITION IN A SYSTEMATIC AND SAFE MANNER, COMPLYING WITH ALL OSHA
REQUIREMENTS, TO ENSURE PUBLIC AND CONTRACTOR SAFETY AND SAFETY TO ALL PROPERTY ON THE SITE OR ADJACENT OR
NEAR TO THE SAME.

7. THE CONTRACTOR IS RESPONSIBLE FOR JOB SITE SAFETY, WHICH MUST INCLUDE, BUT IS NOT LIMITED TO, THE INSTALLATION
AND MAINTENANCE OF BARRIERS, FENCING, OTHER APPROPRIATE AND/OR NECESSARY SAFETY FEATURES AND ITEMS
NECESSARY TO PROTECT THE PUBLIC FROM AREAS OF CONSTRUCTION AND CONSTRUCTION ACTIVITIES. THE CONTRACTOR
MUST SAFEGUARD THE SITE AS NECESSARY TO PERFORM THE DEMOLITION IN SUCH A MANNER AS TO PREVENT THE ENTRY OF
ALL UNAUTHORIZED PERSONS AT ANY TIME, TO OR NEAR THE DEMOLITION AREA.

8. PRIOR TO THE COMMENCEMENT OF ANY SITE ACTIVITY AND ANY DEMOLITION ACTIVITY, THE CONTRACTOR MUST, IN WRITING,
RAISE ANY QUESTIONS CONCERNING THE ACCURACY OR INTENT OF THESE PLANS AND/OR SPECIFICATIONS, ALL CONCERNS OR
QUESTIONS REGARDING THE APPLICABLE SAFETY STANDARDS, AND/OR THE SAFETY OF THE CONTRACTOR AND/OR THIRD
PARTIES IN PERFORMING THE WORK ON THIS PROJECT. ANY SUCH CONCERNS MUST BE CONVEYED TO THE PROFESSIONAL OF
RECORD AND BOHLER, IN WRITING AND MUST ADDRESS ALL ISSUES AND ITEMS RESPONDED TO, BY THE PROFESSIONAL OF
RECORD AND BY BOHLER, IN WRITING. ALL DEMOLITION ACTIVITIES MUST BE PERFORMED IN ACCORDANCE WITH THE
REQUIREMENTS OF THESE PLANS AND SPECIFICATIONS AND ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS,
RULES, REQUIREMENTS, STATUTES, ORDINANCES AND CODES.

9. THE CONTRACTOR MUST BECOME FAMILIAR WITH THE APPLICABLE UTILITY SERVICE PROVIDER REQUIREMENTS AND IS
RESPONSIBLE FOR ALL COORDINATION REGARDING UTILITY DEMOLITION AND/OR DISCONNECTION AS IDENTIFIED OR REQUIRED
FOR THE PROJECT. THE CONTRACTOR MUST PROVIDE THE OWNER WITH WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES
AND SERVICES HAVE BEEN TERMINATED, REMOVED AND/OR ABANDONED IN ACCORDANCE WITH THE JURISDICTION AND UTILITY
COMPANY REQUIREMENTS AND ALL OTHER APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES.

10. PRIOR TO COMMENCING ANY DEMOLITION, THE CONTRACTOR MUST:
A. OBTAIN ALL REQUIRED PERMITS AND MAINTAIN THE SAME ON SITE FOR REVIEW BY THE PROFESSIONAL OF RECORD AND

ALL PUBLIC AGENCIES WITH JURISDICTION THROUGHOUT THE DURATION OF THE PROJECT, SITE WORK, AND DEMOLITION
WORK.

B. NOTIFY, AT A MINIMUM, THE MUNICIPAL ENGINEER, DESIGN ENGINEER, AND LOCAL SOIL CONSERVATION JURISDICTION, AT
LEAST 72 BUSINESS HOURS PRIOR TO THE COMMENCEMENT OF WORK.

C. INSTALL THE REQUIRED SOIL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO SITE DISTURBANCE, AND MAINTAIN
SAID CONTROLS UNTIL SITE IS STABILIZED

D. IN ACCORDANCE WITH STATE LAW, THE CONTRACTOR MUST CALL THE STATE ONE-CALL DAMAGE PROTECTION SYSTEM FOR
UTILITY MARK OUT, IN ADVANCE OF ANY EXCAVATION.

E. LOCATE AND PROTECT ALL UTILITIES AND SERVICES, INCLUDING BUT NOT LIMITED TO GAS, WATER, ELECTRIC, SANITARY
AND STORM SEWER, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN AND ADJACENT TO THE LIMITS OF PROJECT
ACTIVITIES. THE CONTRACTOR MUST USE AND COMPLY WITH THE REQUIREMENTS OF THE APPLICABLE UTILITY
NOTIFICATION SYSTEM TO LOCATE ALL UNDERGROUND UTILITIES.

F. PROTECT AND MAINTAIN IN OPERATION, ALL ACTIVE UTILITIES AND SYSTEMS THAT ARE NOT BEING REMOVED DURING ANY
DEMOLITION ACTIVITIES.

G. ARRANGE FOR AND COORDINATE WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) FOR THE TEMPORARY OR
PERMANENT TERMINATION OF SERVICE REQUIRED BY THE PROJECT PLANS AND SPECIFICATIONS REGARDING THE
METHODS AND MEANS TO CONSTRUCT SAME. THESE ARE NOT THE PROFESSIONAL OF RECORD'S OR BOHLER
RESPONSIBILITY. IN THE EVENT OF ABANDONMENT, THE CONTRACTOR MUST PROVIDE THE UTILITY ENGINEER AND OWNER
WITH IMMEDIATE WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES AND SERVICES HAVE BEEN TERMINATED AND
ABANDONED IN ACCORDANCE WITH JURISDICTIONAL AND UTILITY COMPANY REQUIREMENTS.

H. ARRANGE FOR AND COORDINATE WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) REGARDING WORKING "OFF-PEAK"
HOURS OR ON WEEKENDS AS NECESSARY OR AS REQUIRED TO MINIMIZE THE IMPACT ON, OF, AND TO THE AFFECTED
PARTIES. WORK REQUIRED TO BE PERFORMED "OFF-PEAK" IS TO BE PERFORMED AT NO ADDITIONAL COST TO THE OWNER.

I. IN THE EVENT THE CONTRACTOR DISCOVERS ANY HAZARDOUS MATERIAL, THE REMOVAL OF WHICH IS NOT ADDRESSED IN
THE PROJECT PLANS AND SPECIFICATIONS OR THE CONTRACT WITH THE OWNER/DEVELOPER, THE CONTRACTOR MUST
IMMEDIATELY CEASE ALL WORK IN THE AREA OF DISCOVERY, AND IMMEDIATELY NOTIFY, IN WRITING AND VERBALLY, THE
OWNER, PROFESSIONAL OF RECORD AND BOHLER, THE DISCOVERY OF SUCH MATERIALS TO PURSUE PROPER AND
COMPLIANT REMOVAL OF SAME.

11. THE CONTRACTOR MUST NOT PERFORM ANY EARTH MOVEMENT ACTIVITIES, DEMOLITION OR REMOVAL OF FOUNDATION WALLS,
FOOTINGS, OR OTHER MATERIALS WITHIN THE LIMITS OF DISTURBANCE, UNLESS SAME IS IN STRICT ACCORDANCE AND
CONFORMANCE WITH THE PROJECT PLANS AND SPECIFICATIONS, OR PURSUANT TO THE WRITTEN DIRECTION OF THE OWNER'S
STRUCTURAL OR GEOTECHNICAL ENGINEER.

12. DEMOLITION ACTIVITIES AND EQUIPMENT MUST NOT USE OR INCLUDE AREAS OUTSIDE THE DEFINED PROJECT LIMIT LINE,
WITHOUT SPECIFIC WRITTEN PERMISSION AND AUTHORITY OF AND FROM THE OWNER AND ALL GOVERNMENTAL AGENCIES
WITH JURISDICTION.

13. THE CONTRACTOR MUST BACKFILL ALL EXCAVATION RESULTING FROM, OR INCIDENTAL TO, DEMOLITION ACTIVITIES. BACKFILL
MUST BE ACCOMPLISHED WITH APPROVED BACKFILL MATERIALS AND MUST BE SUFFICIENTLY COMPACTED TO SUPPORT ALL
NEW IMPROVEMENTS AND MUST BE PERFORMED IN COMPLIANCE WITH THE RECOMMENDATIONS AND GUIDANCE ARTICULATED
IN THE GEOTECHNICAL REPORT. BACKFILLING MUST OCCUR IMMEDIATELY AFTER DEMOLITION ACTIVITIES AND MUST BE
PERFORMED SO AS TO PREVENT WATER ENTERING THE EXCAVATION. FINISHED SURFACES MUST BE GRADED TO PROMOTE
POSITIVE DRAINAGE. THE CONTRACTOR IS RESPONSIBLE FOR COMPACTION TESTING AND MUST SUBMIT SUCH REPORTS AND
RESULTS TO THE PROFESSIONAL OF RECORD AND THE OWNER.

14. EXPLOSIVES MUST NOT BE USED WITHOUT PRIOR WRITTEN CONSENT FROM BOTH THE OWNER AND ALL APPLICABLE,
NECESSARY AND REQUIRED GOVERNMENTAL AUTHORITIES. PRIOR TO COMMENCING ANY EXPLOSIVE PROGRAM AND/OR ANY
DEMOLITION ACTIVITIES, THE CONTRACTOR MUST ENSURE AND OVERSEE THE INSTALLATION OF ALL OF THE REQUIRED PERMIT
AND EXPLOSIVE CONTROL MEASURES THAT THE FEDERAL, STATE, AND LOCAL GOVERNMENTS REQUIRE. THE CONTRACTOR IS
ALSO RESPONSIBLE TO CONDUCT AND PERFORM ALL INSPECTION AND SEISMIC VIBRATION TESTING THAT IS REQUIRED TO
MONITOR THE EFFECTS ON ALL LOCAL STRUCTURES AND THE LIKE.

15. IN ACCORDANCE WITH FEDERAL, STATE, AND/OR LOCAL STANDARDS, THE CONTRACTOR MUST USE DUST CONTROL MEASURES
TO LIMIT AIRBORNE DUST AND DIRT RISING AND SCATTERING IN THE AIR. AFTER THE DEMOLITION IS COMPLETE, THE
CONTRACTOR MUST CLEAN ALL ADJACENT STRUCTURES AND IMPROVEMENTS TO REMOVE ALL DUST AND DEBRIS WHICH THE
DEMOLITION OPERATIONS CAUSE. THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL ADJACENT AREAS TO THEIR
"PRE-DEMOLITION" CONDITION AT CONTRACTOR'S SOLE COST.

16. PAVEMENT MUST BE SAW CUT IN STRAIGHT LINES. ALL DEBRIS FROM REMOVAL OPERATIONS MUST BE REMOVED FROM THE
SITE AT THE TIME OF EXCAVATION. STOCKPILING OF DEBRIS OUTSIDE OF APPROVED AREAS WILL NOT BE PERMITTED,
INCLUDING BUT NOT LIMITED TO, THE PUBLIC RIGHT-OF-WAY.

17. THE CONTRACTOR MUST MAINTAIN A RECORD SET OF PLANS WHICH INDICATES THE LOCATION OF EXISTING UTILITIES THAT ARE
CAPPED, ABANDONED IN PLACE, OR RELOCATED DUE TO DEMOLITION ACTIVITIES. THIS RECORD DOCUMENT MUST BE
PREPARED IN A NEAT AND WORKMAN-LIKE MANNER AND TURNED OVER TO THE OWNER/DEVELOPER UPON COMPLETION OF THE
WORK, ALL OF WHICH IS AT THE CONTRACTOR'S SOLE COST.

18. THE CONTRACTOR MUST EMPTY, CLEAN AND REMOVE FROM THE SITE ALL UNDERGROUND STORAGE TANKS, IF ENCOUNTERED,
IN ACCORDANCE WITH FEDERAL, STATE, COUNTY AND LOCAL REQUIREMENTS, PRIOR TO CONTINUING CONSTRUCTION IN THE
AREA AROUND THE TANK WHICH EMPTYING, CLEANING AND REMOVAL ARE AT THE CONTRACTOR'S SOLE COST.

SITE LAYOUT NOTES (Rev. 1/2020)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. PRIOR TO THE COMMENCEMENT OF GENERAL CONSTRUCTION, THE CONTRACTOR MUST INSTALL SOIL EROSION CONTROL AND
ANY STORMWATER POLLUTION PREVENTION PLAN (SWPPP) MEASURES NECESSARY, AS INDICATED ON THE APPROVED SOIL
EROSION AND SEDIMENT CONTROL PLAN AND IN ACCORDANCE WITH APPLICABLE AND/OR APPROPRIATE AGENCIES' GUIDELINES
TO PREVENT SEDIMENT AND/OR LOOSE DEBRIS FROM WASHING ONTO ADJACENT PROPERTIES OR THE RIGHT OF WAY.

3. ALL DIRECTIONAL/TRAFFIC SIGNING AND PAVEMENT STRIPING MUST CONFORM TO THE LATEST STANDARDS OF THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) AND ANY APPLICABLE STATE OR LOCALLY APPROVED SUPPLEMENTS,
GUIDELINES, RULES, REGULATIONS, STANDARDS AND THE LIKE.

4. THE LOCATIONS OF PROPOSED UTILITY POLES AND TRAFFIC SIGNS SHOWN ON THE PLANS ARE SCHEMATIC AND PRELIMINARY.
THE CONTRACTOR IS SOLELY RESPONSIBLE FOR FIELD-VERIFYING THEIR LOCATION. THE CONTRACTOR MUST COORDINATE THE
RELOCATION OF TRAFFIC SIGNS WITH THE ENTITY WITH JURISDICTION OVER THE PROJECT.

5. ALL DIMENSIONS SHOWN ARE TO BOTTOM FACE OF CURB, EDGE OF PAVEMENT, OR EDGE OF BUILDING, EXCEPT WHEN
DIMENSION IS TO A PROPERTY LINE, STAKE OUT OF LOCATIONS OF INLETS, LIGHT POLES, ETC. MUST BE PERFORMED IN STRICT
ACCORDANCE WITH THE DETAILS, UNLESS NOTED CLEARLY OTHERWISE.

GRADING NOTES (Rev. 1/2023)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. SITE GRADING MUST BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE RECOMMENDATIONS
SET FORTH IN THE GEOTECHNICAL REPORT AS REFERENCED IN THIS PLAN SET. IF NO GEOTECHNICAL REPORT HAS BEEN
REFERENCED, THE CONTRACTOR MUST HAVE A GEOTECHNICAL ENGINEER PROVIDE WRITTEN SPECIFICATIONS AND
RECOMMENDATIONS PRIOR TO THE CONTRACTOR COMMENCING THE GRADING WORK. THE CONTRACTOR MUST FOLLOW THE
REQUIREMENTS OF ALL MUNICIPAL, COUNTY, STATE, AND FEDERAL LAWS, WHICH HAVE JURISDICTION OVER THIS PROJECT.

3. THE CONTRACTOR IS REQUIRED TO SECURE ALL NECESSARY AND/OR REQUIRED PERMITS AND APPROVALS FOR ALL OFF-SITE
MATERIAL SOURCES AND DISPOSAL FACILITIES. THE CONTRACTOR MUST SUPPLY A COPY OF APPROVALS TO THE
PROFESSIONAL OF RECORD, BOHLER AND THE OWNER PRIOR TO THE CONTRACTOR COMMENCING ANY WORK.

4. THE CONTRACTOR IS FULLY RESPONSIBLE FOR VERIFYING EXISTING TOPOGRAPHIC INFORMATION AND UTILITY INVERT
ELEVATIONS PRIOR TO COMMENCING ANY CONSTRUCTION. SHOULD DISCREPANCIES BETWEEN THE PLANS AND INFORMATION
OBTAINED THROUGH FIELD VERIFICATIONS BE IDENTIFIED OR EXIST, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING.

5. THE CONTRACTOR IS RESPONSIBLE FOR REMOVING AND REPLACING ALL UNSUITABLE MATERIALS WITH SUITABLE MATERIALS
AS SPECIFIED IN THE GEOTECHNICAL REPORT. THE CONTRACTOR MUST COMPACT ALL EXCAVATED OR FILLED AREAS IN STRICT
ACCORDANCE WITH THE GEOTECHNICAL REPORT'S GUIDANCE. MOISTURE CONTENT AT TIME OF PLACEMENT MUST BE
SUBMITTED IN A COMPACTION REPORT PREPARED BY A QUALIFIED GEOTECHNICAL ENGINEER, REGISTERED WITH THE STATE
WHERE THE WORK IS PERFORMED. THIS REPORT MUST VERIFY THAT ALL FILLED AREAS AND SUBGRADE AREAS WITHIN THE
BUILDING PAD AREA AND AREAS TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS
AND THE RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES,
STATUTES, LAWS, ORDINANCES AND CODES WHICH ARE IN EFFECT AND WHICH ARE APPLICABLE TO THE PROJECT. SUBBASE
MATERIAL FOR SIDEWALKS, CURB, OR ASPHALT MUST BE FREE OF ORGANICS AND OTHER UNSUITABLE MATERIALS. SHOULD
SUBBASE BE DEEMED UNSUITABLE BY OWNER/DEVELOPER, OR OWNER/DEVELOPER'S REPRESENTATIVE, SUBBASE MUST BE
REMOVED AND FILLED WITH APPROVED FILL MATERIAL, COMPACTED AS THE GEOTECHNICAL REPORT DIRECTS. EARTHWORK
ACTIVITIES INCLUDING, BUT NOT LIMITED TO, EXCAVATION, BACKFILL, AND COMPACTING MUST COMPLY WITH THE
RECOMMENDATIONS IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS,
ORDINANCES AND CODES. EARTHWORK ACTIVITIES MUST COMPLY WITH THE STANDARD STATE DOT SPECIFICATIONS FOR
ROADWAY CONSTRUCTION (LATEST EDITION) AND ANY AMENDMENTS OR REVISIONS THERETO.

6. IN THE EVENT OF A DISCREPANCY(IES) AND/OR A CONFLICT(S) BETWEEN PLANS, OR RELATIVE TO OTHER PLANS, THE GRADING
PLAN TAKES PRECEDENCE AND CONTROLS. THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD
AND BOHLER, IN WRITING, OF ANY DISCREPANCY(IES) AND/OR CONFLICT(S).

7. THE CONTRACTOR IS RESPONSIBLE TO IMPORT FILL OR EXPORT EXCESS MATERIAL AS NECESSARY TO CONFORM TO THE
PROPOSED GRADING, AND TO BACKFILL EXCAVATIONS FOR THE INSTALLATION OF UNDERGROUND IMPROVEMENTS.

SOIL EROSION & SEDIMENT CONTROL PLAN NOTES
(Rev. 4/2023)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. EROSION CONTROL MEASURES MUST CONFORM TO THE GUIDELINES FOR URBAN EROSION AND SEDIMENT
CONTROL UNLESS OTHERWISE NOTED, OR UNLESS THE PROFESSIONAL OF RECORD CLEARLY AND SPECIFICALLY, IN WRITING,
DIRECTS OTHERWISE. INSTALLATION OF EROSION CONTROL, CLEARING, AND SITE WORK MUST BE PERFORMED EXACTLY AS
INDICATED IN THE EROSION CONTROL CONSTRUCTION NOTES.

3. THE DISTURBED LAND AREA OF THIS SITE IS APPROXIMATELY          ACRES.
4. INSTALLATION OF EROSION CONTROL DEVICES MUST BE IN ACCORDANCE WITH ALL OF THE MANUFACTURER'S

RECOMMENDATIONS.
5. THE CONTRACTOR MUST INSPECT EROSION CONTROL MEASURES WEEKLY. THE CONTRACTOR MUST REMOVE ANY SILT

DEPOSITS GREATER THAN COLLECTED ON THE FILTER FABRIC AND/OR SILT SOCK BARRIERS AND EXCAVATE AND REMOVE
ANY SILT FROM DROP INLET PROTECTION.

6. THE CONTRACTOR MUST APPLY TEMPORARY SEED AND MULCH TO ALL DISTURBED AREAS THAT WILL NOT BE BROUGHT TO
FINISHED GRADE AND VEGETATED WITHIN 7 DAYS. WHEN AREAS ARE DISTURBED AFTER THE GROWING SEASON, THE
CONTRACTOR MUST STABILIZE SAME WITH GEOTEXTILE FABRIC AND MAINTAIN SAME IN STRICT ACCORDANCE WITH BEST
MANAGEMENT PRACTICES.

7. THE CONTRACTOR MUST INSTALL ADDITIONAL EROSION CONTROL MEASURES IF THE PROFESSIONAL OF RECORD SO REQUIRES,
TO PREVENT ANY, INCLUDING THE INCIDENTAL, DISCHARGE OF SILT-LADEN RUNOFF FROM EXITING THE SITE.

8. THE CONTRACTOR MUST BE RESPONSIBLE FOR INSPECTING AND MAINTAINING ALL EROSION CONTROL MEASURES ON THE SITE
UNTIL PERMANENT PAVING AND TURF/LANDSCAPING IS ESTABLISHED. THE COSTS OF INSTALLING AND MAINTAINING THE
EROSION CONTROL MEASURES MUST BE INCLUDED IN THE BID PRICE FOR THE SITE WORK AND THE CONTRACTOR IS
RESPONSIBLE FOR ALL SUCH COSTS.

9. THE CONTRACTOR MUST CONTINUE TO MAINTAIN ALL EROSION CONTROL MEASURES UNTIL THE COMPLETION OF
CONSTRUCTION AND THE ESTABLISHMENT OF VEGETATION.

10. THE CONTRACTOR MUST REMOVE EROSION CONTROL MEASURES, SILT AND DEBRIS AFTER ESTABLISHING PERMANENT
VEGETATION COVER OR OTHER INSTALLING A DIFFERENT, SPECIFIED METHOD OF STABILIZATION.

11. THIS PLAN REPRESENTS THE MINIMUM LEVEL OF IMPLEMENTATION OF TEMPORARY EROSION AND SEDIMENTATION CONTROL
FACILITIES, MEASURES AND STRUCTURES. ADDITIONAL FACILITIES, MEASURES AND STRUCTURES MUST BE INSTALLED WHERE
NECESSARY TO COMPLY WITH ALL APPLICABLE CODES AND STANDARDS AND/OR TO PREVENT ANY, INCLUDING THE INCIDENTAL
DISCHARGE OF SILT-LADEN RUNOFF FROM EXITING THE SITE.

12. THE CONTRACTOR MUST PROTECT ALL EXISTING TREES AND SHRUBS. THE CONTRACTOR MUST REFER TO THE LANDSCAPE
AND/OR DEMOLITION PLAN(S) FOR TREE PROTECTION, FENCE LOCATIONS AND DETAILS.

13. THE CONTRACTOR MUST REFER TO GRADING PLANS FOR ADDITIONAL INFORMATION.
14. THE CONTRACTOR MUST CLEAN EXISTING AND PROPOSED DRAINAGE STRUCTURES AND INTERCONNECTING PIPES ON OR

OFF-SITE AS THE JURISDICTIONAL AGENCY REQUIRES, BOTH AT THE TIME OF SITE STABILIZATION AND AT END OF PROJECT.
15. SOIL EROSION CONTROL MEASURES MUST BE ADJUSTED OR RELOCATED BY THE CONTRACTOR AS IDENTIFIED DURING SITE

OBSERVATION IN ORDER TO MAINTAIN THE COMPLETE EFFECTIVENESS OF ALL CONTROL MEASURES.
16. THE CONTRACTOR MUST IDENTIFY, ON THE PLAN, THE LOCATION OF WASTE CONTAINERS, FUEL STORAGE TANKS, CONCRETE

WASHOUT AREAS AND ANY OTHER LOCATIONS WHERE HAZARDOUS MATERIALS ARE STORED.
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ACCESSIBILITY DESIGN GUIDELINES (Rev. 1/2023)

1. ALL ACCESSIBLE (A.K.A. ADA) COMPONENTS AND ACCESSIBLE ROUTES MUST BE CONSTRUCTED TO MEET, AT A MINIMUM, THE
MORE STRINGENT OF: (A) THE REQUIREMENTS OF THE "AMERICANS WITH DISABILITIES ACT" (ADA) CODE (42 U.S.C. § 12101 ET
SEQ. AND 42 U.S.C. § 4151 ET SEQ.); AND (B) ANY APPLICABLE LOCAL AND STATE GUIDELINES, AND ANY AND ALL AMENDMENTS
TO BOTH, WHICH ARE IN EFFECT WHEN THESE PLANS WERE COMPLETED.

2. THE CONTRACTOR MUST REVIEW ALL DOCUMENTS REFERENCED IN THESE NOTES FOR ACCURACY, COMPLIANCE AND
CONSISTENCY WITH INDUSTRY GUIDELINES.

3. THE CONTRACTOR MUST EXERCISE APPROPRIATE CARE AND PRECISION IN CONSTRUCTION OF ACCESSIBLE (ADA)
COMPONENTS AND ACCESSIBLE ROUTES FOR THE SITE. FINISHED SURFACES ALONG THE ACCESSIBLE ROUTE OF TRAVEL FROM
PARKING SPACES, PUBLIC TRANSPORTATION, PEDESTRIAN ACCESS, AND INTER-BUILDING ACCESS, TO POINTS OF ACCESSIBLE
BUILDING ENTRANCE/EXIT, MUST COMPLY WITH THE ACCESSIBLE GUIDELINES AND REQUIREMENTS WHICH INCLUDE, BUT ARE
NOT LIMITED TO THE FOLLOWING:
A. ACCESSIBLE PARKING SPACES AND ACCESS AISLES SLOPES MUST NOT EXCEED 1:50 (2.0%) IN ANY DIRECTION.
B. PATH OF TRAVEL ALONG ACCESSIBLE ROUTE MUST PROVIDE A 36-INCHES MINIMUM WIDTH (48-INCHES PREFERRED), OR AS

SPECIFIED BY THE GOVERNING AGENCY. UNOBSTRUCTED WIDTH OF TRAVEL (CAR OVERHANGS AND/OR HANDRAILS) MUST
NOT REDUCE THIS MINIMUM WIDTH. THE SLOPE MUST NOT EXCEED 1:20 (5.0%) IN THE DIRECTION OF TRAVEL AND MUST NOT
EXCEED 1:50 (2.0%) IN CROSS SLOPE. WHERE ACCESSIBLE PATH OF TRAVEL IS GREATER THAN 1:20 (5.0%), AN ACCESSIBLE
RAMP MUST BE PROVIDED. ALONG THE ACCESSIBLE PATH OF TRAVEL, OPENINGS MUST NOT EXCEED 1/2-INCH IN WIDTH.
VERTICAL CHANGES OF UP TO 1/2-INCH ARE PERMITTED ONLY IF THEY INCLUDES A 1/4-INCH BEVEL AT A SLOPE NOT
STEEPER THAN 1:2. NO VERTICAL CHANGES OVER 1/4-INCH ARE PERMITTED.

C. ACCESSIBLE RAMPS MUST NOT EXCEED A SLOPE OF 1:12 (8.3%) AND A RISE OF 30-INCHES. LEVEL LANDINGS MUST BE
PROVIDED AT EACH END OF ACCESSIBLE RAMPS. LANDING MUST PROVIDE POSITIVE DRAINAGE AWAY FROM STRUCTURES,
AND MUST NOT EXCEED 1:50 (2.0%) SLOPE IN ANY DIRECTION. RAMPS THAT CHANGE DIRECTION BETWEEN RUNS AT
LANDINGS MUST HAVE A CLEAR LANDING OF A MINIMUM OF 60-INCHES BY 60-INCHES. HAND RAILS ON BOTH SIDES OF THE
RAMP MUST BE PROVIDED ON AN ACCESSIBLE RAMP WITH A RISE GREATER THAN 6-INCHES.

D. ACCESSIBLE CURB RAMPS MUST NOT EXCEED A SLOPE OF 1:12 (8.3%). WHERE FLARED SIDES ARE PROVIDED, THEY MUST
NOT EXCEED 1:10 (10%) SLOPE. LEVEL LANDING MUST BE PROVIDED AT RAMPS TOP AT A MINIMUM OF 36-INCHES LONG
(48-INCHES PREFERRED). IN ALTERATIONS, WHEN THERE IS NO LANDING AT THE TOP, FLARE SIDES SLOPES MUST NOT
EXCEED A SLOPE OF 1:12 (8.3%).

E. DOORWAY LANDINGS AREAS MUST BE PROVIDED ON THE EXTERIOR SIDE OF ANY DOOR LEADING TO AN ACCESSIBLE PATH
OF TRAVEL. THIS LANDING MUST BE SLOPED AWAY FROM THE DOOR NO MORE THAN 1:50 (2.0%) FOR POSITIVE DRAINAGE.
THIS LANDING AREA MUST BE NO FEWER THAN 60-INCHES (5 FEET) LONG, EXCEPT WHERE OTHERWISE CLEARLY PERMITTED
BY ACCESSIBLE STANDARDS FOR ALTERNATIVE DOORWAY OPENING CONDITIONS. (SEE ICC/ANSI A117.1-2009 AND OTHER
REFERENCES INCORPORATED BY CODE).

F. WHEN THE PROPOSED CONSTRUCTION INVOLVES RECONSTRUCTION, MODIFICATION, REVISION OR EXTENSION OF OR TO
ACCESSIBLE COMPONENTS FROM EXISTING DOORWAYS OR SURFACES, THE CONTRACTOR MUST VERIFY ALL EXISTING
ELEVATIONS SHOWN ON THE PLAN. NOTE THAT TABLE 405.2 OF THE DEPARTMENT OF JUSTICE'S ADA STANDARDS FOR
ACCESSIBLE DESIGN ALLOWS FOR STEEPER RAMP SLOPES, IN RARE CIRCUMSTANCES. THE CONTRACTOR MUST
IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY DISCREPANCIES AND/OR FIELD
CONDITIONS THAT DIFFER IN ANY WAY OR IN ANY RESPECT FROM WHAT IS SHOWN ON THE PLANS BEFORE COMMENCING
ANY WORK. CONSTRUCTED IMPROVEMENTS MUST FALL WITHIN THE MAXIMUM AND MINIMUM LIMITATIONS IMPOSED BY THE
BARRIER FREE REGULATIONS AND THE ACCESSIBLE GUIDELINES.

G. THE CONTRACTOR MUST VERIFY ALL OF THE SLOPES OF THE CONTRACTOR'S FORMS PRIOR TO POURING CONCRETE. IF
ANY NON-CONFORMANCE EXISTS OR IS OBSERVED OR DISCOVERED, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, PRIOR TO POURING CONCRETE. THE CONTRACTOR IS SOLELY
RESPONSIBLE FOR ALL COSTS TO REMOVE, REPAIR AND/OR REPLACE NON-CONFORMING CONCRETE AND/OR PAVEMENT
SURFACES.

4. IT IS STRONGLY RECOMMENDED THAT THE CONTRACTOR REVIEW THE INTENDED CONSTRUCTION TO ENSURE SAME IS
CONSISTENT WITH THE LOCAL BUILDING CODE PRIOR TO COMMENCING CONSTRUCTION.

GENERAL NOTES (Rev. 1/2023)

1. THESE PLANS ARE SOLELY BASED ON INFORMATION THE OWNER AND OTHERS PROVIDED TO  
(HEREIN “BOHLER”) PRIOR TO THE DATE ON WHICH THE PROFESSIONAL OF RECORD AND BOHLER PREPARED THESE PLANS. THE CONTRACTOR MUST
FIELD VERIFY ALL EXISTING CONDITIONS AND IMMEDIATELY NOTIFY BOHLER , IN WRITING, IF ANY ACTUAL SITE CONDITIONS DIFFER FROM THOSE
SHOWN ON THESE PLANS, OR IF THE PROPOSED WORK CONFLICTS WITH ANY OTHER SITE FEATURES.

2. THE CONTRACTOR MUST STRICTLY COMPLY WITH THESE NOTES AND ALL SPECIFICATIONS/REPORTS CONTAINED HEREIN. THE CONTRACTOR MUST
ENSURE THAT ALL SUBCONTRACTORS FULLY AND COMPLETELY CONFORM TO AND COMPLY WITH THESE REQUIREMENTS, THESE NOTES, AND THE
REQUIREMENTS ARTICULATED IN THE NOTES CONTAINED IN ALL THE OTHER DRAWINGS THAT COMPRISE THE PLAN SET OF DRAWINGS. ADDITIONAL
NOTES AND SPECIFIC PLAN NOTES MAY BE FOUND ON THE INDIVIDUAL PLANS. THESE GENERAL NOTES APPLY TO THIS ENTIRE DOCUMENT PACKAGE.
IT IS THE CONTRACTOR'S RESPONSIBILITY TO REVIEW ALL CONSTRUCTION CONTRACT DOCUMENTS INCLUDING, BUT NOT LIMITED TO, ALL OF THE
DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THE PROJECT WORK SCOPE, PRIOR TO THE INITIATION AND COMMENCEMENT OF
CONSTRUCTION.

3. PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST CONFIRM WITH THE PROFESSIONAL OF RECORD AND BOHLER THAT
THE LATEST EDITION OF THE DOCUMENTS AND/OR REPORTS REFERENCED WITHIN THE PLAN REFERENCES ARE BEING USED FOR CONSTRUCTION.
THIS IS THE CONTRACTOR'S SOLE AND COMPLETE RESPONSIBILITY.

4. PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST ENSURE THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN
OBTAINED. NO CONSTRUCTION OR FABRICATION IS TO BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND THOROUGHLY REVIEWED THE
CONDITIONS OF APPROVAL TO ALL PLANS AND OTHER DOCUMENTS REVIEWED AND APPROVED BY THE PERMITTING AUTHORITIES AND HAS ALSO
CONFIRMED THAT ALL NECESSARY AND REQUIRED PERMITS HAVE BEEN OBTAINED. THE CONTRACTOR MUST HAVE COPIES OF ALL PERMITS AND
APPROVALS ON SITE AT ALL TIMES.

5. THE CONTRACTOR MUST ENSURE THAT ALL WORK IS PERFORMED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS/REPORTS AND
CONDITIONS OF APPROVAL, AND ALL APPLICABLE REQUIREMENTS, RULES, REGULATIONS, STATUTORY REQUIREMENTS, CODES, LAWS AND
STANDARDS OF ALL GOVERNMENTAL ENTITIES WITH JURISDICTION OVER THIS PROJECT, AND ALL PROVISIONS IN AND CONDITIONS OF THE
CONSTRUCTION CONTRACT WITH THE OWNER/DEVELOPER INCLUDING ALL EXHIBITS, ATTACHMENTS AND ADDENDA TO SAME.

6. PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST COORDINATE THE BUILDING LAYOUT BY CAREFULLY REVIEWING THE
MOST CURRENT ARCHITECTURAL, CIVIL AND STRUCTURAL CONSTRUCTION DOCUMENTS (INCLUDING, BUT NOT LIMITED TO, MECHANICAL,
ELECTRICAL, PLUMBING AND FIRE SUPPRESSION PLANS, WHERE APPLICABLE). THE CONTRACTOR MUST IMMEDIATELY NOTIFY OWNER, ARCHITECT
AND PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY CONFLICTS, DISCREPANCIES OR AMBIGUITIES WHICH EXIST BETWEEN THESE
PLANS AND ANY OTHER PLANS THAT COMPRISE THE CONSTRUCTION DOCUMENTS.

7. CONTRACTOR MUST REFER TO AND ENSURE COMPLIANCE WITH THE APPROVED ARCHITECTURAL/BUILDING PLANS OF RECORD FOR EXACT
LOCATIONS AND DIMENSIONS OF ENTRY/EXIT POINTS, ELEVATIONS, PRECISE BUILDING DIMENSIONS, AND EXACT BUILDING UTILITY LOCATIONS.

8. THE CONTRACTOR MUST FIELD VERIFY ALL DIMENSIONS AND MEASUREMENTS SHOWN ON THESE PLANS, PRIOR TO THE COMMENCEMENT OF
CONSTRUCTION. THE CONTRACTOR MUST IMMEDIATELY NOTIFY PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, IF ANY CONFLICTS,
DISCREPANCIES, OR AMBIGUITIES EXIST PRIOR TO PROCEEDING WITH CONSTRUCTION. NO EXTRA COMPENSATION WILL BE PAID TO THE
CONTRACTOR FOR WORK WHICH HAS TO BE RE-DONE OR REPAIRED DUE TO DIMENSIONS, MEASUREMENTS OR GRADES SHOWN INCORRECTLY ON
THESE PLANS PRIOR TO BOTH (A) THE CONTRACTOR GIVING PROFESSIONAL OF RECORD AND BOHLER WRITTEN NOTIFICATION OF SAME AND (B)
PROFESSIONAL OF RECORD AND BOHLER, THEREAFTER, PROVIDING THE CONTRACTOR WITH WRITTEN AUTHORIZATION TO PROCEED WITH SUCH
ADDITIONAL WORK.

9. THE CONTRACTOR MUST VERIFY ALL DIMENSIONS AND MEASUREMENTS INCLUDED ON DESIGN DOCUMENTS HEREIN AND MUST NOT SCALE OFF THE
DRAWINGS DUE TO POTENTIAL PRINTING INACCURACIES. ALL DIMENSIONS AND MEASUREMENTS ARE TO BE CHECKED AND CONFIRMED BY THE
GENERAL CONTRACTOR PRIOR TO PREPARATION OF SHOP DRAWINGS, FABRICATION/ORDERING OF PARTS AND MATERIALS AND COMMENCEMENT
OF SITE WORK. SITE PLAN DRAWINGS ARE NOT INTENDED AS SURVEY DOCUMENTS. DIMENSIONS SUPERSEDE GRAPHICAL REPRESENTATIONS. THE
CONTRACTOR MUST MAKE CONTRACTOR'S OWN MEASUREMENTS FOR LAYOUT OF IMPROVEMENTS.

10. THE OWNER AND CONTRACTOR MUST BE FAMILIAR WITH AND RESPONSIBLE FOR THE PROCUREMENT OF ANY AND ALL CERTIFICATIONS REQUIRED
FOR THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY. 

11. WHEN INCLUDED AS ONE OF THE REFERENCED DOCUMENTS, THE GEOTECHNICAL REPORT, SPECIFICATIONS AND RECOMMENDATIONS SET FORTH
THEREIN ARE A PART OF THE REQUIRED CONSTRUCTION DOCUMENTS AND, IN CASE OF CONFLICT, DISCREPANCY OR AMBIGUITY, THE MORE
STRINGENT REQUIREMENTS AND/OR RECOMMENDATIONS CONTAINED IN: (A) THE PLANS; AND (B) THE GEOTECHNICAL REPORT AND
RECOMMENDATIONS, MUST TAKE PRECEDENCE UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS. THE CONTRACTOR MUST NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY SUCH CONFLICT, DISCREPANCY OR AMBIGUITY BETWEEN THE GEOTECHNICAL
REPORT AND PLANS AND SPECIFICATIONS, PRIOR TO PROCEEDING WITH ANY FURTHER WORK. IF A GEOTECHNICAL REPORT WAS NOT CREATED,
THEN THE CONTRACTOR MUST FOLLOW AND COMPLY WITH ALL OF THE REQUIREMENTS OF ANY AND ALL MUNICIPAL, COUNTY, STATE, AND FEDERAL
LAWS AND APPLICABLE SPECIFICATIONS WHICH HAVE JURISDICTION OVER THIS PROJECT.

12. PROFESSIONAL OF RECORD AND BOHLER ARE NEITHER LIABLE NOR RESPONSIBLE FOR ANY SUBSURFACE CONDITIONS AND FURTHER, HAS NO
LIABILITY FOR ANY HAZARDOUS MATERIALS, HAZARDOUS SUBSTANCES, OR POLLUTANTS ON, ABOUT OR UNDER THE PROPERTY. 

13. THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING WHEN AND WHERE SHORING IS REQUIRED AND FOR INSTALLING ALL SHORING REQUIRED
DURING EXCAVATION (TO BE PERFORMED IN ACCORDANCE WITH CURRENT OSHA STANDARDS) AND ANY ADDITIONAL PRECAUTIONS TO BE TAKEN TO
ASSURE THE STABILITY OF ADJACENT, NEARBY AND CONTIGUOUS STRUCTURES AND PROPERTIES. ALL OF THIS WORK IS TO BE PERFORMED AT
CONTRACTOR'S SOLE COST AND EXPENSE.

14. THE CONTRACTOR MUST EXERCISE EXTREME CAUTION WHEN PERFORMING ANY WORK ACTIVITIES ADJACENT TO PAVEMENT, STRUCTURES, ETC.
WHICH ARE TO REMAIN EITHER FOR AN INITIAL PHASE OF THE PROJECT OR AS PART OF THE FINAL CONDITION. THE CONTRACTOR IS RESPONSIBLE
FOR TAKING ALL APPROPRIATE MEASURES REQUIRED TO ENSURE THE STRUCTURAL STABILITY OF SIDEWALKS AND PAVEMENT, UTILITIES,
BUILDINGS, AND INFRASTRUCTURE WHICH ARE TO REMAIN, AND TO PROVIDE A SAFE WORK AREA FOR THIRD PARTIES, PEDESTRIANS AND ANYONE
INVOLVED WITH THE PROJECT. 

15. DEBRIS MUST NOT BE BURIED ON THE SUBJECT SITE. ALL DEMOLITION AND CONSTRUCTION WASTES, UNSUITABLE EXCAVATED MATERIAL, EXCESS
SOIL AND DEBRIS (SOLID WASTE) MUST BE DISPOSED OF IN ACCORDANCE WITH THE REQUIREMENTS OF ANY AND ALL MUNICIPAL, COUNTY, STATE,
AND FEDERAL LAWS AND APPLICABLE CODES WHICH HAVE JURISDICTION OVER THIS PROJECT OR OVER THE CONTRACTOR. 

16. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO MAINTAIN RECORDS TO DEMONSTRATE PROPER AND FULLY COMPLIANT DISPOSAL ACTIVITIES,
TO BE PROMPTLY PROVIDED TO THE OWNER UPON REQUEST. 

17. THE CONTRACTOR MUST REPAIR, AT CONTRACTOR'S SOLE COST, ALL DAMAGE DONE TO ANY NEW OR EXISTING CONSTRUCTION OR PROPERTY
DURING THE COURSE OF CONSTRUCTION, INCLUDING BUT NOT LIMITED TO DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURB, ETC. AND MUST BEAR
ALL COSTS ASSOCIATED WITH SAME TO INCLUDE, BUT NOT BE LIMITED TO, REDESIGN, RE-SURVEY, RE-PERMITTING AND CONSTRUCTION. THE
CONTRACTOR IS RESPONSIBLE FOR AND MUST REPLACE ALL SIGNAL INTERCONNECTION CABLE, WIRING CONDUITS, AND ANY UNDERGROUND
ACCESSORY EQUIPMENT DAMAGED DURING CONSTRUCTION AND MUST BEAR ALL COSTS ASSOCIATED WITH SAME. THE REPAIR OF ANY SUCH NEW
OR EXISTING CONSTRUCTION OR PROPERTY MUST RESTORE SUCH CONSTRUCTION OR PROPERTY TO A CONDITION EQUIVALENT TO OR BETTER
THAN THE CONDITIONS PRIOR TO COMMENCEMENT OF THE CONSTRUCTION, AND IN CONFORMANCE WITH APPLICABLE CODES, LAWS, RULES,
REGULATIONS, STATUTORY REQUIREMENTS AND STATUTES. THE CONTRACTOR MUST BEAR ALL COSTS ASSOCIATED WITH SAME. THE CONTRACTOR
MUST, PROMPTLY, DOCUMENT ALL EXISTING DAMAGE AND NOTIFY, IN WRITING, THE OWNER AND THE CONSTRUCTION MANAGER PRIOR TO THE
START OF CONSTRUCTION.

18. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR AND HAVE NO CONTRACTUAL, LEGAL OR OTHER RESPONSIBILITIES FOR
JOB SITE SAFETY JOB SITE SUPERVISION, OR ANYTHING RELATED TO SAME. THE PROFESSIONAL OF RECORD AND BOHLER HAVE NOT BEEN
RETAINED TO PERFORM OR TO BE RESPONSIBLE FOR JOB SITE SAFETY, SAME BEING WHOLLY OUTSIDE OF PROFESSIONAL OF RECORD'S AND
BOHLER SERVICES AS RELATED TO THE PROJECT. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE TO IDENTIFY OR REPORT
ANY JOB SITE SAFETY ISSUES OR ANY JOB SITE CONDITIONS, AT ANY TIME.

19. THE CONTRACTOR MUST IMMEDIATELY IDENTIFY IN WRITING, TO THE PROFESSIONAL OF RECORD AND BOHLER , ANY DISCREPANCIES THAT MAY OR
COULD AFFECT THE PUBLIC SAFETY, HEALTH OR GENERAL WELFARE, OR PROJECT COST. IF THE CONTRACTOR PROCEEDS WITH CONSTRUCTION
WITHOUT PROVIDING PROPER WRITTEN NOTIFICATION AS DESCRIBED ABOVE, IT WILL BE AT THE CONTRACTOR'S OWN RISK AND, FURTHER, THE
CONTRACTOR MUST INDEMNIFY, DEFEND AND HOLD HARMLESS THE PROFESSIONAL OF RECORD AND BOHLER FOR ANY AND ALL DAMAGES, COSTS,
INJURIES, ATTORNEY'S FEES AND THE LIKE WHICH RESULT FROM OR ARE IN ANY WAY RELATED TO SAME INCLUDING, BUT NOT LIMITED TO, ANY
THIRD PARTY AND FIRST PARTY CLAIMS. 

20. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR ANY INJURY OR DAMAGES RESULTING FROM THE CONTRACTOR'S
FAILURE TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE WITH THE APPROVED PLANS, AND CURRENT CODES, RULES, STATUTES AND THE LIKE. IF
THE CONTRACTOR AND/OR OWNER FAIL TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE WITH APPROVED PLANS, RULES, STATUTES, CODES AND
THE LIKE, THE CONTRACTOR AND/OR OWNER AGREE TO AND MUST JOINTLY, INDEPENDENTLY, SEPARATELY, AND SEVERALLY INDEMNIFY AND HOLD
THE PROFESSIONAL OF RECORD AND BOHLER HARMLESS FOR AND FROM ALL INJURIES, CLAIMS AND DAMAGES THAT PROFESSIONAL OF RECORD
AND BOHLER SUFFER AND ANY AND ALL COSTS THAT PROFESSIONAL OF RECORD AND BOHLER INCUR AS RELATED TO SAME.

21. ALL CONTRACTORS MUST CARRY AT LEAST THE MINIMUM AMOUNT OF THE SPECIFIED AND COMMERCIALLY REASONABLE STATUTORY WORKER'S
COMPENSATION INSURANCE, EMPLOYER'S LIABILITY INSURANCE AND COMMERCIAL GENERAL LIABILITY INSURANCE (CGL) INCLUDING ALSO ALL
UMBRELLA COVERAGES. ALL CONTRACTORS MUST HAVE THEIR CGL POLICIES ENDORSED TO NAME BOHLER , AND ITS PAST, PRESENT AND FUTURE
OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES,
AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AS ADDITIONAL NAMED INSUREDS AND TO
PROVIDE CONTRACTUAL LIABILITY COVERAGE SUFFICIENT TO INSURE (DEFEND, IF APPLICABLE) AND HOLD HARMLESS AND INDEMNITY OBLIGATIONS
ASSUMED AND AGREED TO BY THE CONTRACTOR HEREIN. ALL CONTRACTORS MUST FURNISH BOHLER WITH CERTIFICATIONS OF INSURANCE OR
CERTIFICATES OF INSURANCE AS EVIDENCE OF THE REQUIRED INSURANCE COVERAGES PRIOR TO COMMENCING ANY WORK AND UPON RENEWAL
OF EACH POLICY DURING THE ENTIRE PERIOD OF CONSTRUCTION AND FOR TWO YEARS AFTER THE COMPLETION OF CONSTRUCTION AND AFTER
ALL PERMITS ARE ISSUED, WHICHEVER DATE IS LATER. IN ADDITION, ALL CONTRACTORS AGREE THAT THEY WILL, TO THE FULLEST EXTENT
PERMITTED UNDER THE LAW, INDEMNIFY, DEFEND AND HOLD HARMLESS BOHLER AND ITS PAST, PRESENT AND FUTURE OWNERS, OFFICERS,
DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES, SUBSIDIARIES,
AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS FROM AND AGAINST ANY DAMAGES, INJURIES, CLAIMS, ACTIONS,
PENALTIES, EXPENSES, PUNITIVE DAMAGES, TORT DAMAGES, STATUTORY CLAIMS, STATUTORY CAUSES OF ACTION, LOSSES, CAUSES OF ACTION,
LIABILITIES OR COSTS, INCLUDING, BUT NOT LIMITED TO, REASONABLE ATTORNEYS' FEES AND DEFENSE COSTS, ARISING OUT OF OR IN ANY WAY
CONNECTED WITH OR TO THE PROJECT, INCLUDING ALL CLAIMS BY EMPLOYEES OF THE CONTRACTOR(S), ALL CLAIMS BY THIRD PARTIES AND ALL
CLAIMS RELATED TO THE PROJECT. THE CONTRACTOR MUST NOTIFY PROFESSIONAL OF RECORD, IN WRITING, AT LEAST THIRTY (30) DAYS PRIOR TO
ANY TERMINATION, SUSPENSION OR CHANGE OF ITS INSURANCE HEREUNDER.

22. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR CONSTRUCTION METHODS, MEANS, TECHNIQUES OR PROCEDURES,
GENERALLY OR FOR THE CONSTRUCTION MEANS, METHODS, TECHNIQUES OR PROCEDURES FOR COMPLETION OF THE WORK DEPICTED BOTH ON
THESE PLANS, AND FOR ANY CONFLICTS IN SCOPE AND REVISIONS THAT RESULT FROM SAME. THE CONTRACTOR IS FULLY AND SOLELY
RESPONSIBLE FOR DETERMINING THE MEANS AND METHODS FOR COMPLETION OF THE WORK, PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. 

23. NEITHER THE PROFESSIONAL ACTIVITIES OF BOHLER, NOR THE PRESENCE OF BOHLER AND/OR ITS PAST, PRESENT AND FUTURE OWNERS,
OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES,
SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AT A CONSTRUCTION/PROJECT SITE (HEREIN “BOHLER
PARTIES”), RELIEVES OR WILL RELIEVE THE CONTRACTOR OF AND FROM CONSTRUCTION MEANS, METHODS, SEQUENCE, TECHNIQUES OR
PROCEDURES NECESSARY FOR PERFORMING, OVERSEEING, SUPERINTENDING AND COORDINATING THE WORK IN ACCORDANCE WITH THE
CONTRACT DOCUMENTS AND COMPLIANCE WITH ALL HEALTH AND SAFETY PRECAUTIONS REQUIRED BY ANY REGULATORY AGENCIES WITH
JURISDICTION OVER THE PROJECT AND/OR PROPERTY. BOHLER PARTIES HAVE NO AUTHORITY TO EXERCISE ANY CONTROL OVER (OR ANY
RESPONSIBILITY FOR) ANY CONSTRUCTION, THE CONTRACTOR OR ITS EMPLOYEES RELATING TO THEIR WORK AND ANY AND ALL HEALTH AND
SAFETY PROGRAMS OR PROCEDURES. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR JOB SITE SAFETY. THE CONTRACTOR MUST INDEMNIFY,
DEFEND, PROTECT AND HOLD HARMLESS BOHLER PARTIES FOR AND FROM ANY LIABILITY TO BOHLER PARTIES RESULTING FROM THE
CONTRACTOR'S WORK, SERVICES AND/OR VIOLATIONS OF THIS NOTE, THESE NOTES OR ANY NOTES IN THE PLAN SET AND, FURTHER, THE
CONTRACTOR MUST NAME BOHLER AS AN ADDITIONAL INSURED UNDER THE GENERAL CONTRACTOR'S POLICIES OF GENERAL LIABILITY INSURANCE
AS DESCRIBED ABOVE.

24. WHEN IT IS CLEARLY AND SPECIFICALLY WITHIN BOHLER'S SCOPE OF SERVICES CONTRACT WITH THE OWNER/DEVELOPER, BOHLER WILL REVIEW OR
TAKE OTHER APPROPRIATE ACTION ON THE CONTRACTOR SUBMITTALS, SUCH AS SHOP DRAWINGS, PRODUCT DATA, SAMPLES, AND OTHER DATA,
WHICH THE CONTRACTOR IS REQUIRED TO SUBMIT, BUT ONLY FOR THE LIMITED PURPOSE OF EVALUATING CONFORMANCE WITH THE DESIGN
INTENT AND THE INFORMATION SHOWN IN THE CONSTRUCTION CONTRACT DOCUMENTS. CONSTRUCTION MEANS AND METHODS AND/OR
TECHNIQUES OR PROCEDURES, COORDINATION OF THE WORK WITH OTHER TRADES, AND CONSTRUCTION SAFETY PRECAUTIONS ARE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR AND BOHLER HAS NO RESPONSIBILITY OR LIABILITY FOR SAME. BOHLER WILL PERFORM ITS SHOP DRAWING
REVIEW WITH REASONABLE PROMPTNESS, AS CONDITIONS PERMIT. ANY DOCUMENT, DOCUMENTING BOHLER'S REVIEW OF A SPECIFIC ITEM OR
LIMITED SCOPE, MUST NOT INDICATE THAT BOHLER HAS REVIEWED THE ENTIRE ASSEMBLY OF WHICH THE ITEM IS A COMPONENT. BOHLER IS NOT
RESPONSIBLE FOR ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS. THE CONTRACTOR MUST, IN WRITING, PROMPTLY AND IMMEDIATELY
BRING ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS TO BOHLER'S ATTENTION. BOHLER IS NOT REQUIRED TO REVIEW PARTIAL
SUBMISSIONS OR THOSE FOR WHICH SUBMISSIONS OF CORRELATED ITEMS HAVE NOT BEEN RECEIVED. 

25. IF THE CONTRACTOR DEVIATES FROM THESE PLANS AND/OR SPECIFICATIONS, INCLUDING THE NOTES CONTAINED HEREIN, WITHOUT FIRST
OBTAINING THE PRIOR WRITTEN AUTHORIZATION OF THE PROFESSIONAL OF RECORD AND BOHLER FOR ALL DEVIATIONS WITHIN PROFESSIONAL OF
RECORD'S SCOPE, THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE PAYMENT OF ALL COSTS INCURRED IN CORRECTING ANY WORK
PERFORMED WHICH DEVIATES FROM THE PLANS, ALL FINES AND/OR PENALTIES ASSESSED WITH RESPECT THERETO AND ALL COMPENSATORY OR
PUNITIVE DAMAGES RESULTING THEREFROM AND, FURTHER, MUST DEFEND, INDEMNIFY, PROTECT, AND HOLD HARMLESS THE PROFESSIONAL OF
RECORD AND BOHLER PARTIES TO THE FULLEST EXTENT PERMITTED UNDER THE LAW, FOR AND FROM ALL FEES, ATTORNEYS' FEES, DAMAGES,
COSTS, JUDGMENTS, CLAIMS, INJURIES, PENALTIES AND THE LIKE RELATED TO SAME. 

26. THE CONTRACTOR IS RESPONSIBLE FOR A MAINTAINING AND PROTECTING THE TRAFFIC CONTROL PLAN AND ELEMENTS IN ACCORDANCE WITH
FEDERAL, STATE, AND LOCAL REQUIREMENTS, FOR ALL WORK THAT AFFECTS PUBLIC TRAVEL EITHER IN THE RIGHT OF WAY OR ON SITE. THE COST
FOR THIS ITEM MUST BE INCLUDED IN THE CONTRACTOR'S PRICE AND IS THE CONTRACTOR'S SOLE RESPONSIBILITY. 

27. OWNER MUST MAINTAIN AND PRESERVE ALL PHYSICAL SITE FEATURES AND DESIGN FEATURES DEPICTED ON THE PLANS AND RELATED DOCUMENTS
IN STRICT ACCORDANCE WITH THE APPROVED PLAN(S) AND DESIGN; AND, FURTHER, THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT
RESPONSIBLE FOR ANY FAILURE TO SO MAINTAIN OR PRESERVE SITE AND/OR DESIGN FEATURES. IF OWNER FAILS TO MAINTAIN AND/OR PRESERVE
ALL PHYSICAL SITE FEATURES AND/OR DESIGN FEATURES DEPICTED ON THE PLANS AND RELATED DOCUMENTS, OWNER AGREES TO INDEMNIFY
AND HOLD THE PROFESSIONAL OF RECORD AND BOHLER PARTIES, HARMLESS FOR ALL INJURIES, DAMAGES AND COSTS THAT PROFESSIONAL OF
RECORD AND BOHLER INCUR AS A RESULT OF SAID FAILURE OR FAILURE TO PRESERVE. 

28. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION ACTIVITIES AND MATERIALS COMPLY WITH AND CONFORM TO
APPLICABLE FEDERAL, STATE AND LOCAL RULES AND REGULATIONS, LAWS, ORDINANCES, AND CODES, AND ALL APPLICABLE REQUIREMENTS OF
THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, (29 U.S.C. 651 ET SEQ.) AS AMENDED, AND ANY MODIFICATIONS, AMENDMENTS OR REVISIONS
TO SAME.

29. THE CONTRACTOR MUST STRICTLY COMPLY WITH THE LATEST AND CURRENT OSHA STANDARDS AND REGULATIONS, AND/OR ANY OTHER AGENCY
WITH JURISDICTION OVER EXCAVATION AND TRENCHING PROCEDURES. PROFESSIONAL OF RECORD AND BOHLER HAS NO RESPONSIBILITY FOR OR
AS RELATED TO EXCAVATION AND TRENCHING PROCEDURES AND WORK. 

30. THE CONTRACTOR AND THE OWNER MUST INSTALL ALL ELEMENTS AND COMPONENTS IN STRICT COMPLIANCE WITH AND IN ACCORDANCE WITH
MANUFACTURER'S STANDARDS AND RECOMMENDED INSTALLATION CRITERIA AND SPECIFICATIONS. IF THE CONTRACTOR AND/OR OWNER FAIL TO
DO SO, THEY AGREE TO JOINTLY, INDEPENDENTLY, SEPARATELY, COLLECTIVELY, AND SEVERALLY INDEMNIFY, DEFEND, PROTECT AND HOLD
PROFESSIONAL OF RECORD AND BOHLER PARTIES HARMLESS FOR ALL INJURIES AND DAMAGES THAT PROFESSIONAL OF RECORD SUFFERS AND
COSTS THAT PROFESSIONAL OF RECORD INCURS AS A RESULT OF SAID FAILURE.

31. THE CONTRACTOR IS RESPONSIBLE TO MAINTAIN AN ON-SITE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) IN COMPLIANCE WITH THE
ENVIRONMENTAL PROTECTION AGENCY (EPA) REQUIREMENTS OR LOCAL GOVERNING AGENCY FOR SITES WHERE ONE (1) ACRE OR MORE IS
DISTURBED BY CONSTRUCTION ACTIVITIES (UNLESS THE LOCAL JURISDICTION REQUIRES A DIFFERENT THRESHOLD). THE CONTRACTOR MUST
ENSURE THAT ALL ACTIVITIES, INCLUDING THOSE OF ALL SUBCONTRACTORS, ARE IN COMPLIANCE WITH THE SWPPP, INCLUDING BUT NOT LIMITED
TO LOGGING ACTIVITIES (MINIMUM ONCE PER WEEK AND AFTER RAINFALL EVENTS) AND CORRECTIVE MEASURES, AS APPROPRIATE AND FURTHER,
THE CONTRACTOR IS SOLELY AND COMPLETELY RESPONSIBLE FOR FAILING TO DO SO. 

32. AS CONTAINED IN THESE DRAWINGS AND ASSOCIATED DOCUMENTS PREPARED BY THE PROFESSIONAL OF RECORD AND BOHLER, THE USE OF THE
WORDS 'CERTIFY' OR 'CERTIFICATION' CONSTITUTE(S) AN EXPRESSION ONLY OF PROFESSIONAL OPINION REGARDING THE INFORMATION WHICH IS
THE SUBJECT OF THE PROFESSIONAL OF RECORD'S AND BOHLER KNOWLEDGE OR BELIEF AND IN ACCORDANCE WITH COMMON AND ACCEPTED
PROCEDURE CONSISTENT WITH THE APPLICABLE STANDARDS OF PRACTICE, AND DOES NOT CONSTITUTE A WARRANTY OR GUARANTEE OF ANY
NATURE OR TYPE, EITHER EXPRESSED OR IMPLIED, UNDER ANY CIRCUMSTANCES. 

BOHLER ENGINEERING TX, LLC

DRAINAGE AND UTILITY NOTES (Rev. 3/2023)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. LOCATIONS OF ALL EXISTING AND PROPOSED SERVICES ARE APPROXIMATE, AND THE CONTRACTOR MUST INDEPENDENTLY
VERIFY AND CONFIRM THOSE LOCATIONS AND SERVICES WITH LOCAL UTILITY COMPANIES PRIOR TO COMMENCING ANY
CONSTRUCTION OR EXCAVATION. THE CONTRACTOR MUST INDEPENDENTLY VERIFY AND CONFIRM ALL SANITARY CONNECTION
POINTS AND ALL OTHER UTILITY SERVICE CONNECTION POINTS IN THE FIELD, PRIOR TO COMMENCING ANY CONSTRUCTION. THE
CONTRACTOR MUST REPORT ALL DISCREPANCIES, ERRORS AND OMISSIONS IN WRITING, TO THE PROFESSIONAL OF RECORD
AND BOHLER.

3. THE CONTRACTOR MUST VERTICALLY AND HORIZONTALLY LOCATE ALL UTILITIES AND SERVICES INCLUDING, BUT NOT LIMITED
TO, GAS, WATER, ELECTRIC, SANITARY AND STORM, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN THE LIMITS OF
DISTURBANCE OR WORK SPACE, WHICHEVER IS GREATER. THE CONTRACTOR MUST USE, REFER TO, AND COMPLY WITH THE
REQUIREMENTS OF THE APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL OF THE UNDERGROUND UTILITIES. THE
CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL DAMAGE TO ANY EXISTING UTILITIES WHICH OCCUR DURING
CONSTRUCTION, AT NO COST TO THE OWNER AND AT CONTRACTOR'S SOLE COST AND EXPENSE. THE CONTRACTOR MUST BEAR
ALL COSTS ASSOCIATED WITH DAMAGE TO ANY EXISTING UTILITIES WHICH OCCURS DURING CONSTRUCTION. 

4. THE CONTRACTOR MUST FIELD VERIFY THE PROPOSED INTERFACE POINTS (CROSSINGS) WITH EXISTING UNDERGROUND
UTILITIES BY USING A TEST PIT TO CONFIRM EXACT DEPTH, PRIOR TO COMMENCEMENT OF CONSTRUCTION.

5. STORMWATER ROOF DRAIN LOCATIONS ARE BASED ON ARCHITECTURAL PLANS. THE CONTRACTOR IS RESPONSIBLE FOR
VERIFYING LOCATIONS, SIZE, AND MATERIAL OF SAME BASED UPON FINAL ARCHITECTURAL PLANS. 

6. THE CONTRACTOR IS RESPONSIBLE FOR COORDINATING SITE PLAN DOCUMENTS AND ARCHITECTURAL PLANS FOR EXACT
BUILDING UTILITY CONNECTION LOCATIONS; GREASE TRAP REQUIREMENTS; AND DETAILS, DOOR ACCESS, AND EXTERIOR
GRADING. THE ARCHITECT WILL DETERMINE THE UTILITY SERVICE SIZES. THE CONTRACTOR MUST COORDINATE INSTALLATION
OF UTILITY SERVICES WITH THE INDIVIDUAL COMPANIES TO AVOID CONFLICTS AND TO ENSURE THAT PROPER DEPTHS ARE
ACHIEVED. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT INSTALLATION OF ALL IMPROVEMENTS COMPLIES WITH ALL
UTILITY REQUIREMENTS OF THE APPLICABLE JURISDICTION AND REGULATORY AGENCIES AND ALL OTHER APPLICABLE
REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES AND, FURTHER, IS RESPONSIBLE FOR COORDINATING THE
UTILITY TIE-INS/CONNECTIONS PRIOR TO CONNECTING TO THE EXISTING UTILITY/SERVICE. WHERE A CONFLICT(S) EXISTS
BETWEEN THESE DOCUMENTS AND THE ARCHITECTURAL PLANS, OR WHERE ARCHITECTURAL PLAN UTILITY CONNECTION
POINTS DIFFER, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, AND
PRIOR TO CONSTRUCTION, MUST RESOLVE SAME.

7. ALL FILL, COMPACTION, AND BACKFILL MATERIALS REQUIRED FOR UTILITY INSTALLATION MUST BE EXACTLY AS PER THE
RECOMMENDATIONS PROVIDED IN THE GEOTECHNICAL REPORT AND THE CONTRACTOR MUST COORDINATE SAME WITH THE
APPLICABLE UTILITY COMPANY SPECIFICATIONS. WHEN THE PROJECT DOES NOT HAVE GEOTECHNICAL RECOMMENDATIONS,
FILL AND COMPACTION MUST COMPLY WITH APPLICABLE REQUIREMENTS AND SPECIFICATIONS. THE PROFESSIONAL OF
RECORD AND BOHLER ARE NOT RESPONSIBLE FOR DESIGN OF TRENCH BACKFILL OR FOR COMPACTION REQUIREMENTS

8. DURING THE INSTALLATION OF SANITARY, STORM, AND ALL UTILITIES, THE CONTRACTOR MUST MAINTAIN A CONTEMPORANEOUS
AND THOROUGH RECORD OF CONSTRUCTION TO IDENTIFY THE AS-INSTALLED LOCATIONS OF ALL UNDERGROUND
INFRASTRUCTURE. THE CONTRACTOR MUST CAREFULLY NOTE ANY INSTALLATIONS THAT DEVIATE, IN ANY RESPECT, FROM THE
INFORMATION CONTAINED IN THESE PLANS. THIS RECORD MUST BE KEPT ON A CLEAN COPY OF THE APPROPRIATE PLAN(S),
WHICH THE CONTRACTOR MUST PROMPTLY PROVIDE TO THE OWNER IMMEDIATELY UPON THE COMPLETION OF WORK.

9. THE CONTRACTOR MUST ENSURE THAT ALL UTILITY TRENCHES LOCATED IN EXISTING PAVED ROADWAYS INCLUDING SANITARY,
WATER AND STORM SYSTEMS, ARE REPAIRED IN ACCORDANCE WITH REFERENCED MUNICIPAL, COUNTY AND OR STATE DOT
DETAILS AS APPLICABLE. THE CONTRACTOR MUST COORDINATE INSPECTION AND APPROVAL OF COMPLETED WORK WITH THE
AGENCY WITH JURISDICTION OVER SAME.

10. FINAL LOCATIONS OF PROPOSED UTILITY POLES, AND/ OR POLES TO BE RELOCATED ARE AT THE SOLE DISCRETION OF THE
RESPECTIVE UTILITY COMPANY, REGARDLESS OF WHAT THIS PLAN DEPICTS.

11. WATER SERVICE MATERIALS, BURIAL DEPTH, AND COVER REQUIREMENTS MUST BE SPECIFIED BY THE LOCAL UTILITY COMPANY.
THE CONTRACTOR MUST CONTACT THE APPLICABLE MUNICIPALITY TO CONFIRM THE PROPER WATER METER AND VAULT, PRIOR
TO COMMENCING CONSTRUCTION.

12. THE TOPS OF EXISTING MANHOLES, INLET STRUCTURES, AND SANITARY CLEANOUT MUST BE ADJUSTED, AS NECESSARY, TO
MATCH PROPOSED FINISHED GRADES WITH NO TRIPPING OR SAFETY HAZARD IN ACCORDANCE WITH ALL APPLICABLE
STANDARDS, REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES.
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2600 NETWORK BLVD, SUITE 300
FRISCO, TX 75034

Phone: (469) 458-7300
TX@BohlerEng.com

OBPE No. CA7799 | OBPLS No. CA7799

PLANS PREPARED BY

FOR REVIEW PURPOSES ONLY
MATHIAS HAUBERT

LICENSE NUMBER: 33561

STILLWATER ELECTRIC UTILITY NOTES
1. CONTRACTOR SHALL PERFORM THE NECESSARY TRENCHING, PROVIDE AND PLACE THE ELECTRIC CONDUIT, BEDDING, AND

WARNING TAPE, PERFORM THE TRENCHING BACKFILLING AND COMPACTION, AND CONSTRUCT THE REQUIRED CONCRETE
TRANSFORMER PAD OR PADS.

2. THE ELECTRIC CONDUIT SHALL BE POLY PIPE PLACED FOUR (4) FEET BELOW THE FINAL FINISHED GRADE.
3. ALL WORK PERFORMED AND MATERIALS PROVIDED BY THE CONTRACTOR SHALL BE IN ACCORDANCE WITH SEU STANDARDS.
4. STILLWATER ELECTRIC UTILITY WILL PROVIDE AND INSTALL THE PRIMARY CONDUCTOR WIRE AND TRANSFORMER AS NEEDED.
5. IF FOR WHATEVER REASON SEU IS UNABLE TO PULL THE CONDUCTOR WIRE THROUGH THE CONDUIT, IT SHALL BE THE

CONTRACTOR'S RESPONSIBILITY TO CORRECT THE PROBLEM AT THEIR EXPENSE DURING THE WARRANTY PERIOD.
6. THE POINT OF DELIVERY WILL BE DEFINED AS THE LUGS ON THE SECONDARY BUSHINGS OF THE TRANSFORMER AND THE

CUSTOMER WILL BE RESPONSIBLE FOR INSTALLING, OWNING, AND MAINTAINING ALL OF THE CUSTOMER DISTRIBUTION
SYSTEM BEYOND THOSE LUGS. SEU WILL PROVIDE THE SECONDARY LUGS AND MAKE THE SECONDARY TERMINATIONS ON THE
TRANSFORMER BUSHINGS.

7. THE CONTRACTOR SHALL INSTALL A UTILITY-SUPPLIED METER BASED IN A LOCATION DETERMINED BY SEU.
8. THE CONTRACTOR'S INSTALLATION SHALL INCLUDE THE CONDUIT TO THE SECONDARY COMPARTMENT OF THE TRANSFORMER.

SEU WILL PROVIDE THE NECESSARY METERING EQUIPMENT AND METERING WIRING.
9. THE CUSTOMER SHALL, AT THEIR EXPENSE, PROVIDE THE PREMISES FOR EACH TRANSFORMER INSTALLATION, AN APPROVED

TRANSFORMER VAULT OR TRANSFORMER PAD, AS REQUIRED BY SEU.
10. SEU SHALL PROVIDE THE CONTRACTOR WITH A DETAILED DRAWING SHOWING PAD DIMENSIONS BASED UPON THE SIZE OF

TRANSFORMER THAT WILL BE INSTALLED.
11. WHEN PAD MOUNTED TRANSFORMERS ARE TO BE USED, THE PAD LOCATION SHALL BE CHOSEN TO PROTECT THE

TRANSFORMERS FROM DAMAGE BY TRAFFIC, OR ADEQUATE GUARDS AS APPROVED BY SEU.
12. TRANSFORMER AREA SHALL BE ACCESSIBLE TO SEU'S LARGE TRUCKS FOR INSTALLATION AND MAINTENANCE.
13. CUSTOMER SHALL  NOT PAINT THE TRANSFORMER OR IN ANY WAY ALTER THE EXTERIOR FINISH WITHOUT PRIOR APPROVAL

FROM SEU.
14. ANY AND ALL INSTALLATION OF THE PRIMARY AND SECONDARY CONDUITS SYSTEM WILL NEED TO BE INSPECTED PRIOR TO

SAND BEDDING AND BACKFILL BY A MEMBER OF SEU STAFF FOR COMPLIANCE WITH SEU TERMS AND CONDITIONS OF SERVICE
AND IN ACCORDANCE TO SEU TRENCHING STANDARDS.
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TO BE REMOVED AND
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EX ±10 LF CURB AND
GUTTER TO BE REMOVED

AND REPLACED

EX ±40 LF CURB
AND GUTTER (TBR)

EX ±37 LF CURB
AND GUTTER (TBR)

EX ±578 SF
CONCRETE (TBR)

PROP ±86 LF
SAWCUT

PROP ±70 LF
SAWCUT

CONTRACTOR TO PROTECT
EXISTING BM OR REESTABLISH IN A
LOCATION WHERE IT CAN BE
PROTECTED FROM CONSTRUCTION
ACTIVITIES

CONTRACTOR TO
REESTABLISH BM

PRIOR TO
REMOVAL

PROP ±29 LF
SAWCUT

EX ±4 LF CURB
AND GUTTER (TBR)

W E

S

EXISTING
CONDITIONS/
DEMOLITION

PLAN

C-201

1. SEE SHEET C-102 FOR GENERAL NOTES, STANDARD ABBREVIATIONS, AND STANDARD DRAWING LEGEND.

2. TOTAL LIMITS OF DISTURBANCE IS 1.09 AC.

3. CONTRACTOR SHALL PERFORM ALL WORK IN ACCORDANCE WITH THE REQUIREMENTS OF THE
OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, (29 U.S.C. 651 ET SEQ.), AS AMENDED AND ANY
MODIFICATIONS, AMENDMENTS OR REVISIONS TO SAME.

4. BOHLER ENGINEERING TX, LLC HAS NO CONTRACTUAL, LEGAL, OR OTHER RESPONSIBILITY FOR JOB SITE
SAFETY OR JOB SITE SUPERVISION, OR ANYTHING RELATED TO SAME.

5. THE DEMOLITION PLAN IS INTENDED TO PROVIDE GENERAL INFORMATION ONLY, REGARDING ITEMS TO BE
DEMOLISHED AND/OR REMOVED. THE CONTRACTOR MUST ALSO REVIEW THE OTHER SITE PLAN
DRAWINGS AND INCLUDE IN DEMOLITION ACTIVITIES ALL INCIDENTAL WORK NECESSARY FOR THE
CONSTRUCTION OF THE NEW SITE IMPROVEMENTS.

6. CONTRACTOR MUST RAISE ANY QUESTIONS CONCERNING THE ACCURACY OR INTENT OF THESE PLANS
OR SPECIFICATIONS, CONCERNS REGARDING THE APPLICABLE SAFETY STANDARDS, OR THE SAFETY OF
THE CONTRACTOR OR THIRD PARTIES IN PERFORMING THE WORK ON THIS PROJECT, WITH BOHLER
ENGINEERING, IN WRITING, AND RESPONDED TO BY BOHLER, IN WRITING, PRIOR TO THE INITIATION OF
ANY SITE ACTIVITY AND ANY DEMOLITION ACTIVITY. ALL DEMOLITION ACTIVITIES MUST BE PERFORMED IN
ACCORDANCE WITH THE REQUIREMENTS OF THESE PLANS AND SPECIFICATIONS AND ALL APPLICABLE
FEDERAL, STATE AND LOCAL REGULATIONS, RULES, REQUIREMENTS, STATUTES, ORDINANCES AND
CODES.

7. PRIOR TO STARTING ANY DEMOLITION, CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL REQUIRED
PERMITS AND MAINTAINING THE SAME ON SITE FOR REVIEW BY THE ENGINEER OF RECORD AND OTHER
PUBLIC AGENCIES HAVING JURISDICTION THROUGHOUT THE DURATION OF THE PROJECT, SITE WORK
AND DEMOLITION WORK.

8. THE LOCATION OF EXISTING UNDERGROUND UTILITIES AS INDICATED ON THE PLAN IS APPROXIMATE.
CONTRACTOR TO FIELD LOCATE ALL UNDERGROUND EXISTING UTILITIES LOCATED IN THE AREA OF
WORK PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. CALL OKIE811 PRIOR TO CONSTRUCTION FOR
ASSISTANCE IN LOCATING EXISTING UNDERGROUND UTILITIES. SUBSURFACE FEATURES ARE SHOWN IN
AN APPROXIMATE LOCATION. CONTRACTOR IS RESPONSIBLE FOR SUBSURFACE UTILITY EXPLORATION
TO DETERMINE UNDERGROUND UTILITY LOCATIONS AND DEPTH. UNDERGROUND UTILITY LOCATIONS
SHOWN ARE TO STANDARD OF ACCURACY BASED ON UTILITY MARKOUT METHOD NOTED IN THE
REFERENCED SURVEY. CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING ANY CROSSING/CONFLICT
PRIOR TO STARTING CONSTRUCTION OF RELATED ADJACENT INFRASTRUCTURE AND NOTIFIYING THE
ENGINEER OF RECORD IN WRITING OF ANY CONFLICTS.

9. CONTRACTOR TO COORDINATE ALL UTILITY REMOVAL, RELOCATION, & ABANDONMENT WITH THE
APPROPRIATE UTILITY SERVICE PROVIDER. CONTRACTOR SHALL COORDINATE WITH UTILITY PROVIDER
PRIOR TO DISRUPTING SERVICE. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL UTILITY SERVICES
TO ADJACENT PROPERTIES DURING ALL PHASES OF CONSTRUCTION.

10. CONTRACTOR TO REMOVE ANY UTILITY SERVICES NO LONGER UTILIZED WITHIN THE PROJECT PARCEL
AND REMOVE BACK TO THE MAIN SERVICE LINE IN ACCORDANCE WITH ALL LOCAL, STATE, AND FEDERAL
STANDARDS AND REGULATIONS .

11. EXISTING STRUCTURES WITHIN CONSTRUCTION LIMITS ARE TO BE ABANDONED, REMOVED OR
RELOCATED AS NECESSARY. ALL COSTS SHALL BE INCLUDED IN BASE BID. CONTRACTOR IS RESPONSIBLE
FOR DAMAGES TO EXISTING INFRASTRUCTURE AND SHALL REPLACE AND/OR REPAIR IN-KIND.

12. CONTRACTOR TO ESTABLISH NEW BENCHMARKS IF EXISTING BENCHMARK WILL BE DISTURBED OR
REMOVED.

13. CONTRACTOR TO REMOVE EXISTING TREES OR PLANTS AS SHOWN ON THE TREE DISPOSITION PLAN
WITHIN THE LIMITS OF DISTURBANCE. CONTRACTOR TO  OBTAIN APPROVAL FROM THE OWNER AND
ENGINEER OF RECORD PRIOR TO REMOVING EXISTING TREES NOT SHOWN ON THE TREE DISPOSITION
PLAN.

14. THIS PLAN WAS PREPARED WITH THE ALTA/NSPS LAND TITLE SURVEY PREPARED BY BOHLER
ENGINEERING, DATED 10/15/2024.

DEMOLITION PLAN NOTES:
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THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY
REVIEW AND APPROVAL.  IT IS NOT INTENDED AS A CONSTRUCTION

DOCUMENT UNLESS INDICATED OTHERWISE.
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MINOR AUTO SERVICE

4420 W 6TH AVE
PAYNE COUNTY

STILLWATER, OK 74074

It's fast. It's free. It's the law.
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2600 NETWORK BLVD, SUITE 300
FRISCO, TX 75034

Phone: (469) 458-7300
TX@BohlerEng.com

OBPE No. CA7799 | OBPLS No. CA7799

PROJECT BENCHMARKS

BM#1
X-CUT SET ON THE TOP BACK OF CURB OF AN ACCESS DRIVE ON THE
NORTH SIDE OF STATE HIGHWAY 51 (W. 6TH AVE.), LOCATED
APPROXIMATELY 42 FEET NORTHWEST OF A GAS LINE MARKER AND
APPROXIMATELY 121 FEET NORTHEAST OF A “DO NOT ENTER” SIGN.

ELEVATION = 882.10 FEET

BM#2
X-CUT SET ON TOP BACK OF CURB ON THE NORTH SIDE OF STATE
HIGHWAY 51 (W. 6TH AVE.) AND BEING LOCATED ON THE SUBJECT
PROPERTY, LOCATED APPROXIMATELY 59 FEET SOUTHWEST OF THE
CENTER OF A SANITARY SEWER MANHOLE LID AND APPROXIMATELY 65
FEET SOUTHEAST OF A GAS LINE MARKER.

ELEVATION = 883.06 FEET

PLANS PREPARED BY

FOR REVIEW PURPOSES ONLY
MATHIAS HAUBERT

LICENSE NUMBER: 33561
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C-301

SITE
PLAN

THIS PLAN TO BE UTILIZED
FOR SITE LAYOUT PURPOSES

ONLY

1. SEE SHEET C-102 FOR GENERAL NOTES, STANDARD ABBREVIATIONS, AND STANDARD DRAWING LEGEND.

2. ALL CURB RADII ARE 3' UNLESS NOTED OTHERWISE.

3. ALL DIMENSIONS ARE SHOWN AT FACE OF CURB, UNLESS OTHERWISE NOTED.

4. CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF
VESTIBULES, TRASH ENCLOSURES, SLOPE PAVING, SIDEWALKS, EXIT PORCHES, PRECISE BUILDING
DIMENSIONS AND EXACT BUILDING UTILITY ENTRANCE LOCATIONS. ARCHITECTURAL, STRUCTURAL,
MECHANICAL/ELECTRICAL/PLUMBING, LANDSCAPE AND LIGHTING PLANS ARE TO BE PROVIDED BY OTHERS.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RELOCATIONS, (UNLESS OTHERWISE NOTED ON PLANS)
INCLUDING BUT NOT LIMITED TO, UTILITIES, STORM DRAINAGE, SIGNS, TRAFFIC SIGNALS & POLES, ETC. AS
REQUIRED. ALL WORK SHALL BE IN ACCORDANCE WITH GOVERNING AUTHORITIES REQUIREMENTS AND
PROJECT SITE WORK SPECIFICATIONS AND SHALL BE APPROVED BY SUCH. ALL COST SHALL BE INCLUDED IN
BASE BID.

6. THIS PLAN WAS PREPARED WITH SITE BOUNDARY, TOPOGRAPHY, UTILITY, AND ROAD INFORMATION TAKEN
FROM A SURVEY PREPARED BY BOHLER, DATED 10/15/2024. SEE SHEET C-101 FOR SURVEY REFERENCE.

7. THIS PLAN WAS PREPARED WITH A GEOTECHNICAL ANALYSIS PREPARED BY A TERRACON CONSULTANTS,
INC., DATED 10/18/2024.  SEE SHEET C-101 FOR GEOTECHNICAL REFERENCE.

8. THE PROPERTY AREA IS LOCATED WITHIN AN AREA OF MINIMAL FLOOD HAZARD (ZONE X) BASED ON THE
FEDERAL EMERGENCY MANAGEMENT AGENCY (FEMA) FLOOD MAP, NUMBER 40119C0226F, DATED MAY 16,
2007.

9. PROPOSED SIGNAGE SHOWN IS FOR REPRESENTATIONAL PURPOSES ONLY AND SHALL BE PERMITTED
SEPARATELY.
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THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY
REVIEW AND APPROVAL.  IT IS NOT INTENDED AS A CONSTRUCTION

DOCUMENT UNLESS INDICATED OTHERWISE.
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AAA
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CONSTRUCTION
DOCUMENTS

PROPOSED
MINOR AUTO SERVICE

4420 W 6TH AVE
PAYNE COUNTY

STILLWATER, OK 74074

It's fast. It's free. It's the law.
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2600 NETWORK BLVD, SUITE 300
FRISCO, TX 75034

Phone: (469) 458-7300
TX@BohlerEng.com

OBPE No. CA7799 | OBPLS No. CA7799

PROJECT BENCHMARKS

BM#1
X-CUT SET ON THE TOP BACK OF CURB OF AN ACCESS DRIVE ON THE
NORTH SIDE OF STATE HIGHWAY 51 (W. 6TH AVE.), LOCATED
APPROXIMATELY 42 FEET NORTHWEST OF A GAS LINE MARKER AND
APPROXIMATELY 121 FEET NORTHEAST OF A “DO NOT ENTER” SIGN.

ELEVATION = 882.10 FEET

BM#2
X-CUT SET ON TOP BACK OF CURB ON THE NORTH SIDE OF STATE
HIGHWAY 51 (W. 6TH AVE.) AND BEING LOCATED ON THE SUBJECT
PROPERTY, LOCATED APPROXIMATELY 59 FEET SOUTHWEST OF THE
CENTER OF A SANITARY SEWER MANHOLE LID AND APPROXIMATELY 65
FEET SOUTHEAST OF A GAS LINE MARKER.

ELEVATION = 883.06 FEET

PLANS PREPARED BY

FOR REVIEW PURPOSES ONLY
MATHIAS HAUBERT

LICENSE NUMBER: 33561

SITE DATA

PARCEL ID/FOLIO NUMBER 19N02E-17-3-SZ999-000-0519

SITE ADDRESS
4420 W 6TH AVE STILLWATER, OK
74074

JURISDICTION CITY OF STILLWATER

ZONING CG - COMMERCIAL GENERAL

EXISTING LAND USE VACANT

PROPOSED LAND USE AUTOMOTIVE REPAIR, LIGHT

FEMA ZONE ZONE X

PROPOSED BUILDING HEIGHT 33.5 FT

TOTAL PROJECT AREA 1.000 AC (43,452 SF)

PROPOSED TOTAL IMPERVIOUS AREA 0.57 AC (24,682 SF)

PROPOSED BLDG. AREA 0.13 AC (5,840 SF)

PROPOSED OTHER IMPERVIOUS AREA 0.00 AC (0 SF)

PARKING CALCULATIONS

REG. PARKING PROVIDED 20

TOTAL ADA PROVIDED 1

TOTAL SPACES PROVIDED 21

REQUIRED PARKING
(2 SPACES/ SERVICE STATION + 2 SPACES/ BAY) 16 SPACES

BUILDING SETBACKS

FRONT 25'

SIDE 25' (ADJACENT TO ROAD)

REAR 25' (ADJACENT TO ROAD)

HEAVY DUTY
PAVEMENT

HATCH LEGEND

LIGHT DUTY
PAVEMENT

NOTE: REFERENCE SHEET C-902 FOR
PAVEMENT NOTES AND SECTIONS.

PROP SIDEWALK
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GRADING
PLAN

THIS PLAN TO BE UTILIZED
FOR SITE GRADING
PURPOSES ONLY

1. SEE SHEET C-102 FOR GENERAL NOTES, STANDARD ABBREVIATIONS, AND STANDARD DRAWING LEGEND.

2. ALL CONSTRUCTION TO BE IN ACCORDANCE WITH THESE PLANS AND THE CITY OF STILLWATER STANDARDS
AND SPECIFICATIONS.

3. PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL MAKE CERTAIN THAT ALL REQUIRED PERMITS
AND APPROVALS HAVE BEEN OBTAINED. NO CONSTRUCTION OR FABRICATION SHALL BEGIN UNTIL THE
CONTRACTOR HAS RECEIVED AND THOROUGHLY REVIEWED ALL PLANS AND OTHER DOCUMENTS APPROVED
BY ALL OF THE PERMITTING AUTHORITIES.

4. THE GENERAL CONTRACTOR AND ALL SUB-CONTRACTORS SHALL VERIFY THE SUITABILITY OF ALL EXISTING
AND PROPOSED SITE CONDITIONS INCLUDING GRADES AND DIMENSIONS BEFORE COMMENCEMENT OF ANY
CONSTRUCTION. THE ENGINEER SHALL BE NOTIFIED IMMEDIATELY OF ANY DISCREPANCIES, MINOR
ADJUSTMENTS TO FINISH GRADE TO ACCOMPLISH SPOT DRAINAGE ARE ACCEPTABLE, IF NECESSARY. PAVING
INSTALLED SHALL "FLUSH OUT" AT ANY JUNCTURE WITH EXISTING PAVING.

5. IF THE CONTRACTOR DOES NOT ACCEPT EXISTING TOPOGRAPHY AS SHOWN ON THE PLANS, WITHOUT
EXCEPTION, THEN THE CONTRACTOR SHALL SUPPLY, AT THEIR EXPENSE, A TOPOGRAPHIC SURVEY BY A
REGISTERED LAND SURVEYOR TO THE OWNER FOR REVIEW.

6. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND
WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING
EXACT OR COMPLETE. THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANIES AT LEAST 72
HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE
PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.

7. CONTRACTOR SHALL ADJUST EXSTING VALVES, MANHOLE RIMS, ETC. AS NECESSARY TO MATCH FINISHED
GRADE.

8. EXISTING AND PROPOSED CONTOUR INTERVALS ARE SHOWN AT 1 FOOT INTERVALS. PROPOSED CONTOURS
SHOWN ARE APPROXIMATE. CONTRACTOR SHOULD USE SPOT ELEVATIONS AND SLOPE/GRADE LABELS FOR
CONSTRUCTION, WHERE PROVIDED.

9. CONTRACTOR SHALL ASSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR ALL NATURAL AND PAVED
AREAS.

10. GRADING FOR ALL SIDEWALKS AND ACCESSIBLE ROUTES INCLUDING CROSSINGS DRIVEWAYS SHALL
CONFORM TO ADA STANDARDS. SLOPES SHALL NOT EXCEED 5% LONGITUDINAL SLOPE OR 2% CROSS SLOPE.
SIDEWALK ACCESS TO EXTERNAL BUILDING DOORS SHALL BE ADA COMPLIANT. CONTRACTOR SHALL NOTIFY
ENGINEER IN WRITING IMMEDIATELY IF ADA CRITERIA CANNOT BE MET AT ANY LOCATION.

11. ALL ELEVATIONS SHOWN BY A "TC" SPOT ELEVATION INDICATE TOP OF CURB AND ARE 6" ABOVE THE
ADJACENT PAVEMENT, UNLESS OTHERWISE NOTED.

12. ALL CUT OR FILL SLOPES SHALL BE 4:1 OR FLATTER UNLESS OTHERWISE NOTED.

13. REFER TO EROSION CONTROL PLAN, SHEET C-801, FOR EROSION CONTROL DEVICES TO BE INSTALLED PRIOR
TO COMMENCING GRADING OPERATIONS.

14. ALL VEGETATION SHALL BE CLEARED AND GRUBBED FOR ALL AREAS TO BE DISTURBED.

15. ALL UNDERGROUND UTILITIES SHALL REQUIRE AN AS-BUILT SURVEY. CONTRACTOR IS RESPONSIBLE TO
COORDINATE WITH LOCAL AUTHORITY HAVING JURISDICTION ON AS-BUILT REQUIREMENT.

16. THE PROPERTY AREA IS LOCATED WITHIN AN AREA OF MINIMAL FLOOD HAZARD (ZONE X) BASED ON THE
FEDERAL EMERGENCY MANAGEMENT AGENCY (FEMA) FLOOD MAP, NUMBER 40119C0226F, DATED MAY 16, 2007.

17. THIS PLAN WAS PREPARED WITH THE ALTA/NSPS LAND TITLE SURVEY PREPARED BY BOHLER DATED,
10/15/2024.

18. THIS PLAN WAS PREPARED WITH A GEOTECHNICAL ANALYSIS PREPARED BY A TERRACON CONSULTANTS INC.
SEE SHEET C-101 FOR GEOTECHNICAL REFERENCE.

GRADING PLAN NOTES:
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PROJECT BENCHMARKS

BM#1
X-CUT SET ON THE TOP BACK OF CURB OF AN ACCESS DRIVE ON THE
NORTH SIDE OF STATE HIGHWAY 51 (W. 6TH AVE.), LOCATED
APPROXIMATELY 42 FEET NORTHWEST OF A GAS LINE MARKER AND
APPROXIMATELY 121 FEET NORTHEAST OF A “DO NOT ENTER” SIGN.

ELEVATION = 882.10 FEET

BM#2
X-CUT SET ON TOP BACK OF CURB ON THE NORTH SIDE OF STATE
HIGHWAY 51 (W. 6TH AVE.) AND BEING LOCATED ON THE SUBJECT
PROPERTY, LOCATED APPROXIMATELY 59 FEET SOUTHWEST OF THE
CENTER OF A SANITARY SEWER MANHOLE LID AND APPROXIMATELY 65
FEET SOUTHEAST OF A GAS LINE MARKER.

ELEVATION = 883.06 FEET
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PROJECT BENCHMARKS

BM#1
X-CUT SET ON THE TOP BACK OF CURB OF AN ACCESS DRIVE ON THE
NORTH SIDE OF STATE HIGHWAY 51 (W. 6TH AVE.), LOCATED
APPROXIMATELY 42 FEET NORTHWEST OF A GAS LINE MARKER AND
APPROXIMATELY 121 FEET NORTHEAST OF A “DO NOT ENTER” SIGN.

ELEVATION = 882.10 FEET

BM#2
X-CUT SET ON TOP BACK OF CURB ON THE NORTH SIDE OF STATE
HIGHWAY 51 (W. 6TH AVE.) AND BEING LOCATED ON THE SUBJECT
PROPERTY, LOCATED APPROXIMATELY 59 FEET SOUTHWEST OF THE
CENTER OF A SANITARY SEWER MANHOLE LID AND APPROXIMATELY 65
FEET SOUTHEAST OF A GAS LINE MARKER.

ELEVATION = 883.06 FEET
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C/O

C/O
C/O

PROP 2" DOMESTIC CONNECTION
(REF MEP PLANS FOR DETAILS)

CONNECT TO EX. 6" WATER LINE
(CONTRACTOR TO FIELD VERIFY EXACT
HORIZONTAL AND VERTICAL LOCATION)

INSTALL:
1 - 2" TAPPING SADDLE AND SLEEVE

INSTALL:
1 - 2" WATER METER

INSTALL:
1 - 2" TEE

1 - 1" REDUCER
INSTALL:

1 - ±10 LF 1" STUB FOR
FUTURE USE

PROP ±15 LF GAS
SERVICE LINE

PROP GAS CONNECTION
(REF MEP PLANS FOR DETAILS)

CONTRACTOR TO COORDINATE WITH OKLAHOMA
NATURAL GAS FOR PROP. GAS CONNECTION.

INSTALL:
6" SANITARY P.O.C.
INV 6" OUT: 880.70
(SEE MEP PLANS FOR
CONTINUATION)

CONNECT TO EX. 6" SAN SEWER
SERVICE TAP

(CONTRACTOR TO FIELD VERIFY
EXACT HORIZONTAL AND VERTICAL

LOCATION)
INV 6" IN: 878.41

INSTALL:
1 - 6" 45 DEG. WYE
1 - SINGLE C/O AT GRADE
INV 6": 880.65

INSTALL:
1 - 6" 45 DEG. WYE

1 - SINGLE C/O AT GRADE
INV 6": 880.60

PROP. ±85 LF 6"
SANITARY @ 1.00%

PROP. ±134 LF 6"
SANITARY @ 1.00%

INSTALL:
1 - 6" 45 DEG. WYE

1 - SINGLE C/O AT GRADE
INV 6": 879.26

PROP ELECTRICAL CONNECTION
(REF MEP PLANS FOR DETAILS)

CONTRACTOR TO COORDINATE
WITH STILLWATER ELECTRIC
UTILITY  FOR PROP. ELECTRICAL
SERVICE CONNECTION.

PROP ±102 LF
ELECTRICAL
SERVICE LINE

E
E

E

E

E
E

E

PROP ±63 LF ELECTRICAL
SERVICE LINE

PROP ELECTRICAL
STUB FOR FUTURE USE

G
E

E
E

E

PROP ELECTRICAL SERVICE
FOR MONUMENT SIGN

PROP ±89 LF ELECTRICAL
SERVICE LINE

E E

E
E

E E E E E E E E E E E

W
M

WM

PROP ±71 LF 2"
DOMESTIC SERVICE

INSTALL:
1 - 1" BACKFLOW PREVENTER
INSTALL:
1 - 1" IRRIGATION METER

TP

TP

8.3
'

W E

S

C-501

UTILITY
PLAN

1"= 30'

0 307.51530

1. SEE SHEET C-102 FOR GENERAL NOTES, STANDARD ABBREVIATIONS, AND STANDARD DRAWING LEGEND

2. ALL CONSTRUCTION TO BE IN ACCORDANCE WITH THESE PLANS AND THE CITY OF STILLWATER
STANDARDS AND SPECIFICATIONS. PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL MAKE
CERTAIN THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN OBTAINED. NO CONSTRUCTION OR
FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND THOROUGHLY REVIEWED ALL
PLANS AND OTHER DOCUMENTS APPROVED BY ALL OF THE PERMITTING AUTHORITIES.

3. THE GENERAL CONTRACTOR AND ALL SUB-CONTRACTORS SHALL VERIFY THE SUITABILITY OF ALL EXISTING
AND PROPOSED SITE CONDITIONS INCLUDING GRADES AND DIMENSIONS BEFORE COMMENCEMENT OF ANY
CONSTRUCTION. THE ENGINEER SHALL BE NOTIFIED IN WRITING IMMEDIATELY OF ANY DISCREPANCIES.

4. THE LOCATION OF EXISTING UNDERGROUND UTILITIES AS INDICATED ON THE PLAN IS APPROXIMATE. FIELD
LOCATE ALL UNDERGROUND EXISTING UTILITIES LOCATED IN THE AREA OF WORK PRIOR TO THE
COMMENCEMENT OF CONSTRUCTION. CALL OKIE811 PRIOR TO CONSTRUCTION FOR ASSISTANCE IN
LOCATING EXISTING UNDERGROUND UTILITIES. SUBSURFACE FEATURES ARE SHOWN IN AN APPROXIMATE
LOCATION. CONTRACTOR IS RESPONSIBLE FOR SUBSURFACE UTILITY EXPLORATION TO DETERMINE
UNDERGROUND UTILITY LOCATIONS AND DEPTH. UNDERGROUND UTILITY LOCATIONS SHOWN ARE TO
STANDARD OF ACCURACY BASED ON UTILITY MARKOUT METHOD NOTED IN SURVEY. CONTRACTOR IS
RESPONSIBLE FOR FIELD VERIFYING ANY CROSSING/CONFLICT DATE PRIOR TO STARTING CONSTRUCTION
OF RELATED ADJACENT INFRASTRUCTURE.

5. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND
WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. UNDERGROUND UTILITY LOCATIONS SHOWN ARE
TO STANDARD OF ACCURACY BASED ON UTILITY MARKOUT METHOD NOTED IN SURVEY. THE INFORMATION
IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST CALL THE APPROPRIATE
UTILITY COMPANIES AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION
OF UTILITIES. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING
UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.

6. CONTRACTOR SHALL FIELD VERIFY THE LOCATION OF ALL EXISTING UTILITIES PRIOR TO THE START OF
CONSTRUCTION AND NOTIFY THE ENGINEER OR RECORD IN WRITING SHOULD ANY DISCREPANCY EXIST.

7. CONTRACTOR IS RESPONSIBLE FOR COORDINATING UTILITY RELOCATIONS WHERE NECESSARY AND
PROTECTING EXISTING UTILITIES (BOTH SHOWN AND UNSHOWN).

8. CONTRACTOR SHALL REPLACE, AT THEIR OWN EXPENSE, ANY EXISTING UTILITIES DAMAGED.

9. THIS PLAN WAS PREPARED WITH SITE BOUNDARY, TOPOGRAPHY, UTILITY, AND ROAD INFORMATION TAKEN
FROM A SURVEY PREPARED BY BOHLER, DATED 10/15/2024.  SEE SHEET C-101 FOR SURVEY REFERENCE.

10. CONTRACTOR TO REFERENCE CHAPTER 8 OF THE STILLWATER ELECTRIC UTILITY TERMS AND CONDITIONS
OF SERVICE TO UNDERSTAND REQUIREMENTS OF THE ELECTRIC CONNECTION.

UTILITY PLAN NOTES:
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2600 NETWORK BLVD, SUITE 300
FRISCO, TX 75034

Phone: (469) 458-7300
TX@BohlerEng.com

OBPE No. CA7799 | OBPLS No. CA7799

PROJECT BENCHMARKS

BM#1
X-CUT SET ON THE TOP BACK OF CURB OF AN ACCESS DRIVE ON THE
NORTH SIDE OF STATE HIGHWAY 51 (W. 6TH AVE.), LOCATED
APPROXIMATELY 42 FEET NORTHWEST OF A GAS LINE MARKER AND
APPROXIMATELY 121 FEET NORTHEAST OF A “DO NOT ENTER” SIGN.

ELEVATION = 882.10 FEET

BM#2
X-CUT SET ON TOP BACK OF CURB ON THE NORTH SIDE OF STATE
HIGHWAY 51 (W. 6TH AVE.) AND BEING LOCATED ON THE SUBJECT
PROPERTY, LOCATED APPROXIMATELY 59 FEET SOUTHWEST OF THE
CENTER OF A SANITARY SEWER MANHOLE LID AND APPROXIMATELY 65
FEET SOUTHEAST OF A GAS LINE MARKER.

ELEVATION = 883.06 FEET

PLANS PREPARED BY

FOR REVIEW PURPOSES ONLY
MATHIAS HAUBERT

LICENSE NUMBER: 33561

PROP 15' ELECTRIC EASEMENT
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2600 NETWORK BLVD, SUITE 300
FRISCO, TX 75034

Phone: (469) 458-7300
TX@BohlerEng.com

OBPE No. CA7799 | OBPLS No. CA7799

EROSION CONTROL LEGEND

SF SILT FENCE

EROSION CONTROL NOTES:
1. EROSION CONTROL DEVICES SHALL BE INSTALLED ON ALL PROJECTS PRIOR TO BEGINNING

CONSTRUCTION AND SHALL BE MAINTAINED THROUGHOUT THE PROJECT IN A CONDITION
ACCEPTABLE TO THE CITY STILLWATER.

2. WIRE REINFORCEMENT SHALL BE USED ON ALL SILT FENCE USED FOR EROSION CONTROL.

3. GEOTEXTILE FABRIC SHALL BE PLACED ON SUBGRADE PRIOR TO STONE PLACEMENT FOR
CONSTRUCTION ENTRANCES.

4. NO CROSS LOT DRAINAGE PERMITTED. STORMWATER SHALL BE DIRECTED TO THE NEAREST
PUBLIC RIGHT-OF-WAY (STREETS & ALLEYS), DEDICATED DRAINAGE EASEMENTS, AND/OR CITY
OF STILLWATER STORMWATER CONVEYANCE SYSTEM.

5. EMERGENCY SPILL KIT TO BE LOCATED WITHIN JOBSITE TRAILER THROUGHOUT DURATION OF
CONSTRUCTION.

6. PRIOR TO ANY CONSTRUCTION, INCLUDING SITE GRADING AND EXCAVATION, AN APPROVED
'EROSION AND SEDIMENT CONTROL PLAN' SHALL BE POSTED ON-SITE AND ALL REQUIRED BMPs
INSTALLED.

7. GENERAL CONTRACTOR SHALL MAINTAIN AND UPDATE THE 'EROSION AND SEDIMENT CONTROL
PLAN' AS CONSTRUCTION DICTATES. CURRENT AND CORRECT PLAN SHALL ALWAYS REMAIN
ON-SITE AND BE READILY ACCESSIBLE TO THE CITY STORMWATER INSPECTOR.

8. GENERAL CONTRACTOR OR THEIR REPRESENTATIVE SHALL INSPECT, AT A MINIMUM, THE SITE
EVERY 2 WEEKS AND WITHIN 24 HOURS OF ANY PRECIPITATION OR SNOWMELT EVENT THAT
CAUSES SURFACE EROSION (i.e., THAT RESULTS IN STORMWATER RUNNING ACROSS THE
GROUND).

9. GENERAL CONTRACTOR/OWNER IS FULLY RESPONSIBLE TO MAINTAIN ALL REQUIRED BMPs TO
PREVENT EROSION AND SEDIMENT FROM LEAVING THE CONSTRUCTION SITE.

10. FAILURE TO COMPLY WITH MINIMUM REQUIREMENTS IS A VIOLATION OF CITY ORDINANCES.

11. SEE GENERAL NOTES ON SHEET C-102 FOR MORE DETAILS.

EROSION CONTROL SCHEDULE AND PHASING:
THE PROJECT SHALL GENERALLY CONFORM TO THE FOLLOWING

PHASE 1 - GRADING
1. CONSTRUCT TEMPORARY CONSTRUCTION ENTRANCE ACCORDING TO THE APPROXIMATE

LOCATION AND SHOWN ON EROSION CONTROL PLAN NOTES AND DETAIL SHEET.
2. BEGIN CLEARING AND GRADING OF SITE.

PHASE 1 - UTILITIES
1. KEEP ALL STORM WATER POLLUTION PREVENTION MEASURES IN PLACE.
2. INSTALL STORM DRAINS, SANITARY SEWER, AND WATER AS SPECIFIED ON PLAN SHEETS.

PHASE 2 - PAVING
1. KEEP ALL STORM WATER POLLUTION PREVENTION MEASURES IN PLACE. REMOVE AS NEEDED

TO PAVE.
2. STABILIZE SUBGRADE.
3. PAVE STREETS AND SIDEWALKS AS SPECIFIED ON PLAN SHEETS.
4. RE-INSTALL ANY STORM WATER POLLUTION PREVENTION MEASURED REMOVED FOR PAVING

OPERATIONS.

PHASE 2 - LANDSCAPING AND SOIL STABILIZATION
1. REVEGETATE LOT AND PARKWAYS.
2. LANDSCAPE CONTRACTOR SHALL REVEGETATE ALL AREAS RESERVED FOR LANDSCAPE

VEGETATIVE COVERS.
3. REMOVE EROSION CONTROL DEVICES WHEN MINIMUM 70% GROUND COVER IS ESTABLISHED.

VEGETATION MUST BE ESTABLISHED BEFORE STRUCTURAL CONTROLS REMOVED.

LOD LIMIT OF DISTURBANCE

PROJECT BENCHMARKS

BM#1
X-CUT SET ON THE TOP BACK OF CURB OF AN ACCESS DRIVE ON THE
NORTH SIDE OF STATE HIGHWAY 51 (W. 6TH AVE.), LOCATED
APPROXIMATELY 42 FEET NORTHWEST OF A GAS LINE MARKER AND
APPROXIMATELY 121 FEET NORTHEAST OF A “DO NOT ENTER” SIGN.

ELEVATION = 882.10 FEET

BM#2
X-CUT SET ON TOP BACK OF CURB ON THE NORTH SIDE OF STATE
HIGHWAY 51 (W. 6TH AVE.) AND BEING LOCATED ON THE SUBJECT
PROPERTY, LOCATED APPROXIMATELY 59 FEET SOUTHWEST OF THE
CENTER OF A SANITARY SEWER MANHOLE LID AND APPROXIMATELY 65
FEET SOUTHEAST OF A GAS LINE MARKER.

ELEVATION = 883.06 FEET

PLANS PREPARED BY

FOR REVIEW PURPOSES ONLY
MATHIAS HAUBERT

LICENSE NUMBER: 33561
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2600 NETWORK BLVD, SUITE 300
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Phone: (469) 458-7300
TX@BohlerEng.com

OBPE No. CA7799 | OBPLS No. CA7799

PLANS PREPARED BY

FOR REVIEW PURPOSES ONLY
MATHIAS HAUBERT

LICENSE NUMBER: 33561



1/8" RADIUS (TYP.)
1/2"

1/
2"

SIKA FLEX 2-C SL SEALANT
OR APPROVED EQUIVALENT

PROVIDE 1/2" PREFORMED
EXPANSION JOINT FILLER

SIDEWALK CONSTRUCTION JOINT
NOT TO SCALE(BE-S030401 - 08/2023)

C-901

CONSTRUCTION
DETAILS

ADA PARKING STALL MARKING
NOT TO SCALE(BE-S050104 - 08/2023)

CAR OR VAN
SPACE

5' MIN.
AISLEVAN SPACE

SE
E 

SI
TE

 P
LA

N
 F

O
R
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IM

EN
SI

O
N

CAR OR VAN
SPACE AISLE

CURB

FLUSH CURB (REFER TO
DETAIL) TO BE PROVIDED
AT EACH ACCESS AISLE.

(REFER TO SITE PLAN
FOR LOCATION)

PROP. ACCESSIBLE PARKING SIGN WITH
"VAN" IDENTIFICATION (REFER TO DETAIL)
TO BE PROVIDED AT EACH VAN SPACE.
(REFER TO SITE PLAN FOR LOCATION)

NOTE:
1. REFER TO "ACCESSIBILITY NOTES" PROVIDED HEREIN FOR

ADDITIONAL REQUIREMENTS AND SPECIFICATIONS.

2. THE LAYOUT AND NUMBER OF PARKING SPACES VARIES.
REFER TO PLAN FOR LOCATION AND CONFIGURATION.

3. STALL DIMENSIONS ARE MEASURED TO THE CENTERLINE OF
THE PAINTED STRIPE.

4. ACCESS AISLES CAN NOT OVERLAP VEHICULAR WAYS.

5. AN ACCESS AISLE AT LEAST 5' WIDE AND AT LEAST AS LONG
AS THE PARKING SPACE IS REQUIRED ON EITHER SIDE OF
THE PARKING SPACE AND MUST BE MARKED TO
DISCOURAGE PARKING IN IT.  TWO SPACES CAN SHARE ONE
AISLE.

PROP. INTERNATIONAL SYMBOL OF
ACCESSIBILITY (TYP.) TO BE CENTERED
IN THE SPACE.
DIMENSIONS: 28" MIN. (H) X 24" MIN. (W).
COLOR: REFER TO ADA PARKING
NOTES. (OPTIONAL: AZURE
BACKGROUND WITH THE WHITE
BORDER AND SYMBOL)
STROKE WIDTH: 3" MIN.

PROP. ACCESSIBLE
PARKING SIGN (REFER TO
DETAIL) TO BE PROVIDED
AT EACH NON-VAN SPACE

REFER TO PLAN. EITHER 8' WIDE
VAN SPACE WITH 8' AISLE
OR 11' WIDE VAN SPACE

WITH 5' WIDE AISLE
8' MIN.
(TYP.)

4'
-0

"
3'

-0
"

1'
-0

"

1'-6"
MIN.

1. SEE SITE PLAN FOR LOCATION(S).

NOTE:

CONCRETE FILL TO BE ROUNDED
FOR PROPER RUN OFF

4" DIAMETER STEEL PIPE FILLED
W/ CONCRETE PAINTED TRAFFIC

YELLOW AND EMBEDDED IN
CONCRETE BASE

TOP OF ASPHALT OR
CONCRETE SLAB

3000 P.S.I. CONCRETE

PIPE BOLLARD
NOT TO SCALE(MS-S070101 - 06/2023)
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2" TYPE "C" ASPHALTIC CONCRETE

6" TYPE "A" AGGREGATE BASE

3" TYPE "A" ASPHALTIC
CONCRETE

1. SECTION SHOWN IS BASED ON  GEOTECHNICAL REPORT PREPARED BY
TERRACON,  ENTITLED "GEOTECHNICAL ENGINEERING REPORT," DATED
10/18/2024 (PROJECT #: 04245192).

NOTE:

LIGHT DUTY ASPHALT SECTION
NOT TO SCALE

2" TYPE "C" ASPHALTIC CONCRETE

6" TYPE "A" AGGREGATE BASE

5" TYPE "A" ASPHALTIC
CONCRETE

1. SECTION SHOWN IS BASED ON  GEOTECHNICAL REPORT PREPARED BY
TERRACON,  ENTITLED "GEOTECHNICAL ENGINEERING REPORT," DATED
10/18/2024 (PROJECT #: 04245192). FINAL DESIGN TO BE PROVIDED ONCE FINAL
CBR'S ARE AVAILABLE ON COMPACTED SUB-BASE.

NOTE:

HEAVY DUTY ASPHALT SECTION
NOT TO SCALE

5" CONCRETE (4,000 PSI)

6" TYPE "A" AGGREGATE BASE

1. SECTION SHOWN IS BASED ON  GEOTECHNICAL REPORT PREPARED BY
TERRACON,  ENTITLED "GEOTECHNICAL ENGINEERING REPORT," DATED
10/18/2024 (PROJECT #: 04245192). FINAL DESIGN TO BE PROVIDED ONCE FINAL
CBR'S ARE AVAILABLE ON COMPACTED SUB-BASE.

NOTE:

LIGHT DUTY CONCRETE SECTION
NOT TO SCALE

5" CONCRETE (4,000 PSI) 6" CONCRETE (4,000 PSI)

6" TYPE "A" AGGREGATE BASE

1. SECTION SHOWN IS BASED ON  GEOTECHNICAL REPORT PREPARED BY
TERRACON,  ENTITLED "GEOTECHNICAL ENGINEERING REPORT," DATED
10/18/2024 (PROJECT #: 04245192). FINAL DESIGN TO BE PROVIDED ONCE FINAL
CBR'S ARE AVAILABLE ON COMPACTED SUB-BASE.

NOTE:

HEAVY DUTY CONCRETE SECTION
NOT TO SCALE

NOT TO SCALE(MS-S070101 - 06/2023)

NCRETE (4,000 PSI)5" CON
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PROPOSED EXPRESS OIL CHANGE
AREA: ±5,840 SF
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WEST 6TH AVENUE / STATE HWY 51

THE CONTRACTOR SHALL INSTALL ROOT BARRIERS NEAR ALL NEWLY-PLANTED TREES THAT ARE LOCATED WITHIN FIVE (5) FEET OF PAVING
OR CURBS.  ROOT BARRIERS SHALL BE "CENTURY" OR "DEEP-ROOT" 24" DEEP PANELS (OR EQUAL).  BARRIERS SHALL BE LOCATED
IMMEDIATELY ADJACENT TO HARDSCAPE.  INSTALL PANELS PER MANUFACTURER'S RECOMMENDATIONS.  UNDER NO CIRCUMSTANCES
SHALL THE CONTRACTOR USE ROOT BARRIERS OF A TYPE THAT COMPLETELY ENCIRCLE THE ROOTBALL.

ROOT BARRIERS

MULCHES
AFTER ALL PLANTING IS COMPLETE, CONTRACTOR SHALL INSTALL 3" THICK LAYER OF 1-1/2" SHREDDED WOOD MULCH, NATURAL (UNDYED),
OVER LANDSCAPE FABRIC IN ALL PLANTING AREAS (EXCEPT FOR TURF AND SEEDED AREAS).  CONTRACTOR SHALL SUBMIT SAMPLES OF
ALL MULCHES TO LANDSCAPE ARCHITECT AND OWNER FOR APPROVAL PRIOR TO CONSTRUCTION.  ABSOLUTELY NO EXPOSED GROUND
SHALL BE LEFT SHOWING ANYWHERE ON THE PROJECT AFTER MULCH HAS BEEN INSTALLED (SUBJECT TO THE CONDITIONS AND
REQUIREMENTS OF THE "GENERAL GRADING AND PLANTING NOTES" AND SPECIFICATIONS).

GENERAL GRADING AND PLANTING NOTES
1. BY SUBMITTING A PROPOSAL FOR THE LANDSCAPE PLANTING SCOPE OF WORK, THE CONTRACTOR CONFIRMS THAT HE HAS READ, AND

WILL COMPLY WITH, THE ASSOCIATED NOTES, SPECIFICATIONS, AND DETAILS WITH THIS PROJECT.
2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL EXISTING VEGETATION (EXCEPT WHERE NOTED TO REMAIN).
3. IN THE CONTEXT OF THESE PLANS, NOTES, AND SPECIFICATIONS, "FINISH GRADE" REFERS TO THE FINAL ELEVATION OF THE SOIL

SURFACE (NOT TOP OF MULCH) AS INDICATED ON THE GRADING PLANS.
a. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE ROUGH GRADES OF ALL LANDSCAPE AREAS

ARE WITHIN +/-0.1' OF FINISH GRADE.  SEE SPECIFICATIONS FOR MORE DETAILED INSTRUCTION ON TURF AREA AND PLANTING BED
PREPARATION.

b. CONSTRUCT AND MAINTAIN FINISH GRADES AS SHOWN ON GRADING PLANS, AND CONSTRUCT AND MAINTAIN SLOPES AS
RECOMMENDED BY THE GEOTECHNICAL REPORT.  ALL LANDSCAPE AREAS SHALL HAVE POSITIVE DRAINAGE AWAY FROM
STRUCTURES AT THE MINIMUM SLOPE SPECIFIED IN THE REPORT AND ON THE GRADING PLANS, AND AREAS OF POTENTIAL
PONDING SHALL BE REGRADED TO BLEND IN WITH THE SURROUNDING GRADES AND ELIMINATE PONDING POTENTIAL.

c. THE LANDSCAPE CONTRACTOR SHALL DETERMINE WHETHER OR NOT THE EXPORT OF ANY SOIL WILL BE NEEDED, TAKING INTO
ACCOUNT THE ROUGH GRADE PROVIDED, THE AMOUNT OF SOIL AMENDMENTS TO BE ADDED (BASED ON A SOIL TEST, PER
SPECIFICATIONS), AND THE FINISH GRADES TO BE ESTABLISHED.

d. ENSURE THAT THE FINISH GRADE IN SHRUB AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING SURFACES, AFTER
INSTALLING SOIL AMENDMENTS, IS 3" BELOW THE ADJACENT FINISH SURFACE, IN ORDER TO ALLOW FOR PROPER MULCH DEPTH.
TAPER THE SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON THE GRADING PLANS, AT APPROXIMATELY 18" AWAY FROM
THE WALKS.

e. ENSURE THAT THE FINISH GRADE IN TURF AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING SURFACES, AFTER
INSTALLING SOIL AMENDMENTS,  IS 1" BELOW THE FINISH SURFACE OF THE WALKS.  TAPER THE SOIL SURFACE TO MEET FINISH
GRADE, AS SPECIFIED ON THE GRADING PLANS, AT APPROXIMATELY 18" AWAY FROM THE WALKS.

f. SHOULD ANY CONFLICTS AND/OR DISCREPANCIES ARISE BETWEEN THE GRADING PLANS, GEOTECHNICAL REPORT, THESE NOTES
AND PLANS, AND ACTUAL CONDITIONS, THE CONTRACTOR SHALL IMMEDIATELY BRING SUCH ITEMS TO THE ATTENTION OF THE
LANDSCAPE ARCHITECT, GENERAL CONTRACTOR, AND OWNER.

4. ALL PLANT LOCATIONS ARE DIAGRAMMATIC.  ACTUAL LOCATIONS SHALL BE VERIFIED WITH THE LANDSCAPE ARCHITECT OR DESIGNER
PRIOR TO PLANTING.  THE LANDSCAPE CONTRACTOR SHALL ENSURE THAT ALL REQUIREMENTS OF THE PERMITTING AUTHORITY ARE
MET (I.E., MINIMUM PLANT QUANTITIES, PLANTING METHODS, TREE PROTECTION METHODS, ETC.).
a. THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR DETERMINING PLANT QUANTITIES; PLANT QUANTITIES SHOWN ON LEGENDS

AND CALLOUTS ARE FOR GENERAL INFORMATION ONLY.  IN THE EVENT OF A DISCREPANCY BETWEEN THE PLAN AND THE PLANT
LEGEND, THE PLANT QUANTITY AS SHOWN ON THE PLAN (FOR INDIVIDUAL SYMBOLS) OR CALLOUT (FOR GROUNDCOVER
PATTERNS) SHALL TAKE PRECEDENCE.

b. NO SUBSTITUTIONS OF PLANT MATERIALS SHALL BE ALLOWED WITHOUT THE WRITTEN PERMISSION OF THE LANDSCAPE
ARCHITECT.  IF SOME OF THE PLANTS ARE NOT AVAILABLE, THE LANDSCAPE CONTRACTOR SHALL NOTIFY THE LANDSCAPE
ARCHITECT IN WRITING (VIA PROPER CHANNELS).

c. THE CONTRACTOR SHALL, AT A MINIMUM, PROVIDE REPRESENTATIVE PHOTOS OF ALL PLANTS PROPOSED FOR THE PROJECT.  THE
CONTRACTOR SHALL ALLOW  THE LANDSCAPE ARCHITECT AND THE OWNER/OWNER'S REPRESENTATIVE TO INSPECT, AND
APPROVE OR REJECT, ALL PLANTS DELIVERED TO THE JOBSITE.  REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS FOR
SUBMITTALS.

5. THE CONTRACTOR SHALL MAINTAIN THE LANDSCAPE IN A HEALTHY CONDITION FOR 90 DAYS AFTER ACCEPTANCE BY THE OWNER.
REFER TO SPECIFICATIONS FOR CONDITIONS OF ACCEPTANCE FOR THE START OF THE MAINTENANCE PERIOD, AND FOR  FINAL
ACCEPTANCE AT THE END OF THE MAINTENANCE PERIOD.

6. SEE SPECIFICATIONS AND DETAILS FOR FURTHER REQUIREMENTS.

LANDSCAPE CALCULATIONS
PERMITTING AUTHORITY: CITY OF STILLWATER, OK
ZONING: COMMERCIAL GENERAL
TOTAL SITE AREA: 43,452 SF
QUANTITY OF PARKING SPACES: 21 PARKING SPACES
LANDSCAPE AREA REQUIRED: 3,911 SF (9% OF DEVELOPED PORTION OF LOT)

LANDSCAPE AREA PROVIDED: 19,227 SF
NOTE: THERE ARE NO EXISTING TREES ON SITE.

LANDSCAPE POINTS
POINTS REQUIRED: 1,956 POINTS (50 PER 100 SF OF LANDSCAPE AREA)

POINTS PROVIDED: 2,361 POINTS

Scale 1" = 20'

10' 40'20'0'

NOTE: PRINTED DRAWING SIZE
MAY HAVE CHANGED FROM
ORIGINAL. VERIFY SCALE USING
BAR SCALE ABOVE.

NORTH

PLANT SCHEDULE
SYMBOL KEY QTY BOTANICAL NAME COMMON NAME SIZE SPACING

TREES

QS 1 QUERCUS SHUMARDII SHUMARD OAK MIN. 1" CAL. PER PLAN

SHRUBS

IV 3 ILEX VOMITORIA 'STOKES DWARF' DWARF YAUPON HOLLY 3 GAL. 3' O.C.

RN 5 ROSA X 'NOAMEL' FLOWERCARPET
APPLEBLOSSOM ROSE

3 GAL. 3' O.C.

TO 2 THUJA OCCIDENTALIS 'GOLDEN GLOBE' GOLDEN GLOBE
ARBORVITAE

3 GAL. 4' O.C.

GROUNDCOVER

19,107
SF

SOD: TIFWAY 419 BERMUDA GRASS SOD LP-1

LANDSCAPE
PLANTING PLAN

SS
LC
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LANDSCAPE ARCHITECTURE
LAND PLANNING · IRRIGATION DESIGN

National Presence.  Local Expertise.

EVERGREEN DESIGN GROUP

POINTS CALCULATIONS

CATEGORY QUANTITY POINTS EACH POINTS SUBTOTAL

LARGE TREE 1 200 200

SMALL SHRUB 10 25 250

TURF 19,227 SF 10 PER 100 SF 1911

TOTAL 2361

LANDSCAPING IRRIGATION TO BE
PROVIDED BY CONTRACTOR AS

DESIGN-BUILD SOLUTION.



PLANT SPACING
SCALE: NTSC

4

X

2X

3

2

1

5

6
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4

1

2

3

SHRUB, PERENNIAL, OR ORNAMENTAL GRASS.

MULCH, TYPE AND DEPTH PER PLANS.  PLACE NO
MORE THAN 1" OF MULCH WITHIN 6" OF PLANT
CENTER.

FINISH GRADE.

BACKFILL.  AMEND AND FERTILIZE ONLY AS
RECOMMENDED IN SOIL FERTILITY ANALYSIS.

ROOT BALL.

UNDISTURBED NATIVE SOIL.

3" HIGH EARTHEN WATERING BASIN.

5

6

7

SHRUB AND PERENNIAL PLANTING
SCALE: NTSB

8 WEED FABRIC UNDER MULCH.

8

FINISH GRADE.4

4

3

2

1

NOTES:
1) INSTALL EDGING SO THAT STAKES WILL BE ON INSIDE OF PLANTING BED.
2) BOTTOM OF EDGING SHALL BE BURIED A MINIMUM OF 1" BELOW FINISH GRADE.
3) TOP OF MULCH SHALL BE 1" LOWER THAN TOP OF EDGING.

MULCH, TYPE AND DEPTH PER PLANS.3

TAPERED STEEL STAKES.2

ROLLED-TOP STEEL EDGING PER PLANS.1

D SCALE: NOT TO SCALE

STEEL EDGING

TURF (WHERE SHOWN ON PLAN).4

PLANT.3

MULCH LAYER.2

CURB.1

1 432

OF MATURE CANOPY
24" MIN. TO EDGE

DISTANCE PER PLAN

E SCALE: NOT TO SCALE

PLANTING AT PARKING AREA

TREE PLANTING
SCALE: NOT TO SCALEA

PLANT CENTER (TYP.)

EQ
U

AL

EQUAL

EQ
UA

L

EDGE OF PLANTING AREA

EQUAL

NOTE:  ALL PLANTS SHALL BE PLANTED AT EQUAL TRIANGULAR SPACING (EXCEPT WHERE SHOWN ON PLANS AS
INFORMAL GROUPINGS).  REFER TO PLANT LEGEND FOR SPACING DISTANCE BETWEEN PLANTS.

1)  STEP 1: DETERMINE TOTAL PLANTS  FOR THE AREA WITH THE FOLLOWING FORMULA:
TOTAL AREA / AREA DIVIDER = TOTAL PLANTS

PLANT SPACING AREA DIVIDER PLANT SPACING AREA DIVIDER
6" 0.22 18" 1.95
8" 0.39 24" 3.46
10" 0.60 30" 5.41
12" 0.87 36" 7.79
15" 1.35

2)  STEP 2:  SUBTRACT THE ROW (S) OF PLANTS THAT WOULD OCCUR AT THE EDGE OF THE PLANTED AREA WITH
THE FOLLOWING FORMULA:  TOTAL PERIMETER LENGTH / PLANT SPACING = TOTAL PLANT SUBTRACTION

EXAMPLE:  PLANTS AT 18" O.C. IN 100 SF PLANTING AREA, 40 LF PERIMETER
STEP 1:  100 SF/1.95 = 51 PLANTS
STEP 2:  51 PLANTS - (40 LF / 1.95 = 21 PLANTS) = 30 PLANTS TOTAL

5

6

7

4

1

8

9

11

10

12

PREVAILING
WINDS

NOTES:
1. SCARIFY SIDES OF PLANTING PIT PRIOR TO SETTING TREE.
2. REMOVE EXCESS SOIL APPLIED ON TOP OF THE ROOTBALL THAT

COVERS THE ROOT FLARE.  THE PLANTING HOLE DEPTH SHALL BE
SUCH THAT THE ROOTBALL RESTS ON UNDISTURBED SOIL, AND THE
ROOT FLARE IS 2"-4" ABOVE FINISH GRADE.

3. FOR B&B TREES, CUT OFF BOTTOM 1/3 OF WIRE BASKET BEFORE
PLACING TREE IN HOLE, CUT OFF AND REMOVE REMAINDER OF
BASKET AFTER TREE IS SET IN HOLE,  REMOVE ALL NYLON TIES,
TWINE, ROPE, AND OTHER PACKING MATERIAL.  REMOVE AS MUCH
BURLAP FROM AROUND ROOTBALL AS IS PRACTICAL.

4. REMOVE ALL NURSERY STAKES AFTER PLANTING.
5. FOR TREES 36" BOX/2.5" CAL. AND LARGER, USE THREE STAKES OR

DEADMEN (AS APPROPRIATE), SPACED EVENLY AROUND TREE.
6. STAKING SHALL BE TIGHT ENOUGH TO PREVENT TRUNK FROM

BENDING, BUT LOOSE ENOUGH TO ALLOW SOME TRUNK MOVEMENT
IN WIND.

1

2

3

TREE CANOPY.

CINCH-TIES (24" BOX/2" CAL. TREES AND SMALLER) OR
12 GAUGE GALVANIZED WIRE WITH NYLON TREE
STRAPS AT TREE AND STAKE (36" BOX/2.5" CAL. TREES
AND LARGER).  SECURE TIES OR STRAPS TO TRUNK
JUST ABOVE LOWEST MAJOR BRANCHES.

GREEN STEEL T-POSTS.  EXTEND POSTS 12" MIN. INTO
UNDISTURBED SOIL.

24" X 3/4" P.V.C. MARKERS OVER WIRES.

PRESSURE-TREATED WOOD DEADMAN, TWO PER
TREE (MIN.).  BURY OUTSIDE OF PLANTING PIT AND
18" MIN. INTO UNDISTURBED SOIL.

MULCH, TYPE AND DEPTH PER PLANS.  DO NOT
PLACE MULCH WITHIN 6" OF TRUNK.

FINISH GRADE.

BACKFILL.  AMEND AND FERTILIZE ONLY AS
RECOMMENDED IN SOIL FERTILITY ANALYSIS.

ROOT BALL.

UNDISTURBED NATIVE SOIL.

4" HIGH EARTHEN WATERING BASIN.

TRUNK FLARE.

CONIFEROUS
TREE

PREVAILING
WINDS

STAKING EXAMPLES (PLAN VIEW)
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ROOT BARRIER - PLAN VIEW
SCALE: NOT TO SCALEF

TYPICAL CURB AND GUTTER

TYPICAL PLANTING AREA

LINEAR ROOT BARRIER MATERIAL. SEE
PLANTING NOTES FOR TYPE AND
MANUFACTURER.  INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

TREE CANOPY

TREE TRUNK

TYPICAL WALKWAY OR PAVING1
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5'
5'

5'
5'

OPEN LANDSCAPE
TO 10'

PARKWAY
OR ISLAND

NOTES:
1) INSTALL ROOT BARRIERS NEAR ALL

NEWLY-PLANTED TREES THAT ARE LOCATED
WITHIN FIVE (5) FEET OF PAVING OR CURBS.

2) BARRIERS SHALL BE LOCATED IMMEDIATELY
ADJACENT TO HARDSCAPE.   UNDER NO
CIRCUMSTANCES SHALL THE CONTRACTOR
USE ROOT BARRIERS OF A TYPE THAT
COMPLETELY ENCIRCLE THE ROOTBALL.

LP-2

LANDSCAPE
SPECIFICATIONS

& DETAILS

PLANTING SPECIFICATIONS
GENERAL

A. QUALIFICATIONS OF LANDSCAPE CONTRACTOR
1. ALL LANDSCAPE WORK SHOWN ON THESE PLANS SHALL BE PERFORMED BY A SINGLE FIRM

SPECIALIZING IN LANDSCAPE PLANTING.
2. A LIST OF SUCCESSFULLY COMPLETED PROJECTS OF THIS TYPE, SIZE AND NATURE MAY BE

REQUESTED BY THE OWNER FOR FURTHER QUALIFICATION MEASURES.
3. THE LANDSCAPE CONTRACTOR SHALL HOLD A VALID CONTRACTOR'S LICENSE ISSUED BY THE

APPROPRIATE LOCAL JURISDICTION.
B. SCOPE OF WORK

1. WORK COVERED BY THESE SECTIONS INCLUDES THE FURNISHING AND PAYMENT OF ALL MATERIALS,
LABOR, SERVICES, EQUIPMENT, LICENSES, TAXES AND ANY OTHER ITEMS THAT ARE NECESSARY FOR
THE EXECUTION, INSTALLATION AND COMPLETION OF ALL WORK, SPECIFIED HEREIN AND / OR SHOWN
ON THE LANDSCAPE PLANS, NOTES, AND DETAILS.

2. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE LAWS, CODES AND
REGULATIONS REQUIRED BY AUTHORITIES HAVING JURISDICTION OVER SUCH WORK, INCLUDING ALL
INSPECTIONS AND PERMITS REQUIRED BY FEDERAL, STATE AND LOCAL AUTHORITIES IN SUPPLY,
TRANSPORTATION AND INSTALLATION OF MATERIALS.

3. THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITY LINES
(WATER, SEWER, ELECTRICAL, TELEPHONE, GAS, CABLE, TELEVISION, ETC.) PRIOR TO THE START OF
ANY WORK.

PRODUCTS

A. ALL MANUFACTURED PRODUCTS SHALL BE NEW.
B. CONTAINER AND BALLED-AND-BURLAPPED PLANTS:

1. FURNISH NURSERY-GROWN PLANTS COMPLYING WITH ANSI Z60.1-2014.  PROVIDE WELL-SHAPED, FULLY
BRANCHED, HEALTHY, VIGOROUS STOCK FREE OF DISEASE, INSECTS, EGGS, LARVAE, AND DEFECTS
SUCH AS KNOTS, SUN SCALD, INJURIES, ABRASIONS, AND DISFIGUREMENT.  ALL PLANTS WITHIN A
SPECIES SHALL HAVE SIMILAR SIZE, AND SHALL BE OF A FORM TYPICAL FOR THE SPECIES.  ALL TREES
SHALL BE OBTAINED FROM SOURCES WITHIN 200 MILES OF THE PROJECT SITE, AND WITH SIMILAR
CLIMACTIC CONDITIONS.

2. ROOT SYSTEMS SHALL BE HEALTHY, DENSELY BRANCHED ROOT SYSTEMS, NON-POT-BOUND, FREE
FROM ENCIRCLING AND/OR GIRDLING ROOTS, AND FREE FROM ANY OTHER ROOT DEFECTS (SUCH AS
J-SHAPED ROOTS).

3. TREES MAY BE PLANTED FROM CONTAINERS OR BALLED-AND-BURLAPPED (B&B), UNLESS SPECIFIED
ON THE PLANTING LEGEND.  BARE-ROOT TREES ARE NOT ACCEPTABLE.

4. ANY PLANT DEEMED UNACCEPTABLE BY THE LANDSCAPE ARCHITECT OR OWNER SHALL BE
IMMEDIATELY REMOVED FROM THE SITE AND SHALL BE REPLACED WITH AN ACCEPTBLE PLANT OF LIKE
TYPE AND SIZE AT THE CONTRACTOR'S OWN EXPENSE.  ANY PLANTS APPEARING TO BE UNHEALTHY,
EVEN IF DETERMINED TO STILL BE ALIVE, SHALL NOT BE ACCEPTED.  THE LANDSCAPE ARCHITECT AND
OWNER SHALL BE THE SOLE JUDGES AS TO THE ACCEPTABILITY OF PLANT MATERIAL.

5. ALL TREES SHALL BE STANDARD IN FORM, UNLESS OTHERWISE SPECIFIED.  TREES WITH CENTRAL
LEADERS WILL NOT BE ACCEPTED IF LEADER IS DAMAGED OR REMOVED.  PRUNE ALL DAMAGED TWIGS
AFTER PLANTING.

6. CALIPER MEASUREMENTS FOR STANDARD (SINGLE TRUNK) TREES SHALL BE AS FOLLOWS:  SIX INCHES
ABOVE THE ROOT FLARE FOR TREES UP TO AND INCLUDING FOUR INCHES IN CALIPER, AND TWELVE
INCHES ABOVE THE ROOT FLARE FOR TREES EXCEEDING FOUR INCHES IN CALIPER.

7. MULTI-TRUNK TREES SHALL BE MEASURED BY THEIR OVERALL HEIGHT, MEASURED FROM THE TOP OF
THE ROOT BALL.  WHERE CALIPER MEASUREMENTS ARE USED, THE CALIPER SHALL BE CALCULATED
AS ONE-HALF OF THE SUM OF THE CALIPER OF THE THREE LARGEST TRUNKS.

8. ANY TREE OR SHRUB SHOWN TO HAVE EXCESS SOIL PLACED ON TOP OF THE ROOT BALL, SO THAT
THE ROOT FLARE HAS BEEN COMPLETELY COVERED, SHALL BE REJECTED.

C. SOD:  PROVIDE WELL-ROOTED SOD OF THE VARIETY NOTED ON THE PLANS.  SOD SHALL BE CUT FROM
HEALTHY, MATURE TURF WITH SOIL THICKNESS OF 3/4" TO 1".  EACH PALLET OF SOD SHALL BE
ACCOMPANIED BY A CERTIFICATE FROM SUPPLIER STATING THE COMPOSITION OF THE SOD.

D. TOPSOIL:  SANDY TO CLAY LOAM TOPSOIL, FREE OF STONES LARGER THAN ½ INCH, FOREIGN MATTER,
PLANTS, ROOTS, AND SEEDS.

E. COMPOST:  WELL-COMPOSTED, STABLE, AND WEED-FREE ORGANIC MATTER, pH RANGE OF 5.5 TO 8;
MOISTURE CONTENT 35 TO 55 PERCENT BY WEIGHT; 100 PERCENT PASSING THROUGH 3/4-INCH SIEVE;
SOLUBLE SALT CONTENT OF 5 TO 10 DECISIEMENS/M; NOT EXCEEDING 0.5 PERCENT INERT CONTAMINANTS
AND FREE OF SUBSTANCES TOXIC TO PLANTINGS.  NO MANURE OR ANIMAL-BASED PRODUCTS SHALL BE
USED.

F. FERTILIZER:  GRANULAR FERTILIZER CONSISTING OF NITROGEN, PHOSPHORUS, POTASSIUM, AND OTHER
NUTRIENTS IN PROPORTIONS, AMOUNTS, AND RELEASE RATES RECOMMENDED IN A SOIL REPORT FROM A
QUALIFIED SOIL-TESTING AGENCY (SEE BELOW).

G. MULCH:  SIZE AND TYPE AS INDICATED ON PLANS, FREE FROM DELETERIOUS MATERIALS AND SUITABLE AS A
TOP DRESSING OF TREES AND SHRUBS.

H. TREE STAKING AND GUYING
1. STAKES:  6' LONG GREEN METAL T-POSTS.
2. GUY AND TIE WIRE:  ASTM A 641, CLASS 1, GALVANIZED-STEEL WIRE, 2-STRAND, TWISTED, 0.106 INCH

DIAMETER.
3. STRAP CHAFING GUARD:  REINFORCED NYLON OR CANVAS AT LEAST 1-1/2 INCH WIDE, WITH

GROMMETS TO PROTECT TREE TRUNKS FROM DAMAGE.
I. STEEL EDGING:  PROFESSIONAL STEEL EDGING, 14 GAUGE THICK X 4 INCHES WIDE, FACTORY PAINTED DARK

GREEN.  ACCEPTABLE MANUFACTURERS INCLUDE COL-MET OR APPROVED EQUAL.
J. PRE-EMERGENT HERBICIDES:  ANY GRANULAR, NON-STAINING PRE-EMERGENT HERBICIDE THAT IS LABELED

FOR THE SPECIFIC ORNAMENTALS OR TURF ON WHICH IT WILL BE UTILIZED.  PRE-EMERGENT HERBICIDES
SHALL BE APPLIED PER THE MANUFACTURER'S LABELED RATES.

METHODS

A. SOIL PREPARATION
1. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE GRADE OF ALL

LANDSCAPE AREAS ARE WITHIN +/-0.1' OF FINISH GRADE.  THE CONTRACTOR SHALL NOTIFY THE
OWNER IMMEDIATELY SHOULD ANY DISCREPANCIES EXIST.

2. SOIL TESTING:
a. AFTER FINISH GRADES HAVE BEEN ESTABLISHED, CONTRACTOR SHALL HAVE SOIL SAMPLES

FROM THE PROJECT'S LANDSCAPE AREAS TESTED BY AN ESTABLISHED SOIL TESTING
LABORATORY.  EACH SAMPLE SUBMITTED TO THE LAB SHALL CONTAIN NO LESS THAN ONE
QUART OF SOIL, TAKEN FROM BETWEEN THE SOIL SURFACE AND 6" DEPTH.  IF NO SAMPLE
LOCATIONS ARE INDICATED ON THE PLANS, THE CONTRACTOR SHALL TAKE A MINIMUM OF THREE
SAMPLES FROM VARIOUS REPRESENTATIVE LOCATIONS FOR TESTING.

b. THE CONTRACTOR SHALL HAVE THE SOIL TESTING LABORATORY PROVIDE RESULTS FOR THE
FOLLOWING:  SOIL TEXTURAL CLASS, GENERAL SOIL FERTILITY, pH, ORGANIC MATTER CONTENT,
SALT (CEC), LIME, SODIUM ADSORPTION RATIO (SAR) AND BORON CONTENT.

c. THE CONTRACTOR SHALL ALSO SUBMIT THE PROJECT'S PLANT LIST TO THE LABORATORY ALONG
WITH THE SOIL SAMPLES.

d. THE SOIL REPORT PRODUCED BY THE LABORATORY SHALL CONTAIN RECOMMENDATIONS FOR
THE FOLLOWING (AS APPROPRIATE):  SEPARATE SOIL PREPARATION AND BACKFILL MIX
RECOMMENDATIONS FOR GENERAL ORNAMENTAL PLANTS, XERIC PLANTS, TURF, AND NATIVE
SEED, AS WELL AS PRE-PLANT FERTILIZER APPLICATIONS AND RECOMMENDATIONS FOR ANY
OTHER SOIL RELATED ISSUES.  THE REPORT SHALL ALSO PROVIDE A FERTILIZER PROGRAM FOR
THE ESTABLISHMENT PERIOD AND FOR LONG-TERM MAINTENANCE.

3. THE CONTRACTOR SHALL INSTALL SOIL AMENDMENTS AND FERTILIZERS PER THE SOILS REPORT
RECOMMENDATIONS.  ANY CHANGE IN COST DUE TO THE SOIL REPORT RECOMMENDATIONS, EITHER
INCREASE OR DECREASE, SHALL BE SUBMITTED TO THE OWNER WITH THE REPORT.

4. FOR BIDDING PURPOSES ONLY, THE SOIL PREPARATION SHALL CONSIST OF THE FOLLOWING:
a. TURF:  INCORPORATE THE FOLLOWING AMENDMENTS INTO THE TOP 8" OF SOIL BY MEANS OF

ROTOTILLING AFTER CROSS-RIPPING:
i. NITROGEN STABILIZED ORGANIC AMENDMENT - 4 CU. YDS. PER 1,000 S.F.
ii. PREPLANT TURF FERTILIZER (10-20-10 OR SIMILAR, SLOW RELEASE, ORGANIC) - 15 LBS PER 1,000

S.F.
iii. "CLAY BUSTER" OR EQUAL - USE MANUFACTURER'S RECOMMENDED RATE
b. TREES, SHRUBS, AND PERENNIALS:  INCORPORATE THE FOLLOWING AMENDMENTS INTO THE TOP

8" OF SOIL BY MEANS OF ROTOTILLING AFTER CROSS-RIPPING:
i. NITROGEN STABILIZED ORGANIC AMENDMENT - 4 CU. YDS. PER 1,000 S.F.
ii. 12-12-12 FERTILIZER (OR SIMILAR, ORGANIC, SLOW RELEASE) - 10 LBS. PER CU. YD.
iii. "CLAY BUSTER" OR EQUAL - USE MANUFACTURER'S RECOMMENDED RATE
iv. IRON SULPHATE - 2 LBS. PER CU. YD.

5. IN THE CONTEXT OF THESE PLANS, NOTES, AND SPECIFICATIONS, "FINISH GRADE" REFERS TO THE
FINAL ELEVATION OF THE SOIL SURFACE (NOT TOP OF MULCH) AS INDICATED ON THE GRADING PLANS.
a. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE ROUGH

GRADES OF ALL LANDSCAPE AREAS ARE WITHIN +/-0.1' OF FINISH GRADE.  SEE SPECIFICATIONS
FOR MORE DETAILED INSTRUCTION ON TURF AREA AND PLANTING BED PREPARATION.

b. CONSTRUCT AND MAINTAIN FINISH GRADES AS SHOWN ON GRADING PLANS, AND CONSTRUCT
AND MAINTAIN SLOPES AS RECOMMENDED BY THE GEOTECHNICAL REPORT.  ALL LANDSCAPE
AREAS SHALL HAVE POSITIVE DRAINAGE AWAY FROM STRUCTURES AT THE MINIMUM SLOPE
SPECIFIED IN THE REPORT AND ON THE GRADING PLANS, AND AREAS OF POTENTIAL PONDING
SHALL BE REGRADED TO BLEND IN WITH THE SURROUNDING GRADES AND ELIMINATE PONDING
POTENTIAL.

c. THE LANDSCAPE CONTRACTOR SHALL DETERMINE WHETHER OR NOT THE EXPORT OF ANY SOIL
WILL BE NEEDED, TAKING INTO ACCOUNT THE ROUGH GRADE PROVIDED, THE AMOUNT OF SOIL
AMENDMENTS TO BE ADDED (BASED ON A SOIL TEST, PER SPECIFICATIONS), AND THE FINISH
GRADES TO BE ESTABLISHED.

d. ENSURE THAT THE FINISH GRADE IN SHRUB AREAS IMMEDIATELY ADJACENT TO WALKS AND
OTHER WALKING SURFACES, AFTER INSTALLING SOIL AMENDMENTS, IS 3" BELOW THE ADJACENT
FINISH SURFACE, IN ORDER TO ALLOW FOR PROPER MULCH DEPTH.  TAPER THE SOIL SURFACE
TO MEET FINISH GRADE, AS SPECIFIED ON THE GRADING PLANS, AT APPROXIMATELY 18" AWAY
FROM THE WALKS.

e. ENSURE THAT THE FINISH GRADE IN TURF AREAS IMMEDIATELY ADJACENT TO WALKS AND
OTHER WALKING SURFACES, AFTER INSTALLING SOIL AMENDMENTS,  IS 1" BELOW THE FINISH
SURFACE OF THE WALKS.  TAPER THE SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON
THE GRADING PLANS, AT APPROXIMATELY 18" AWAY FROM THE WALKS.

f. SHOULD ANY CONFLICTS AND/OR DISCREPANCIES ARISE BETWEEN THE GRADING PLANS,
GEOTECHNICAL REPORT, THESE NOTES AND PLANS, AND ACTUAL CONDITIONS, THE
CONTRACTOR SHALL IMMEDIATELY BRING SUCH ITEMS TO THE ATTENTION OF THE LANDSCAPE
ARCHITECT, GENERAL CONTRACTOR, AND OWNER.

6. ONCE SOIL PREPARATION IS COMPLETE, THE LANDSCAPE CONTRACTOR SHALL ENSURE THAT THERE
ARE NO DEBRIS, TRASH, OR STONES LARGER THAN 1" REMAINING IN THE TOP 6" OF SOIL.

B. SUBMITTALS
1. THE CONTRACTOR SHALL PROVIDE SUBMITTALS AND SAMPLES, IF REQUIRED, TO THE LANDSCAPE

ARCHITECT, AND RECEIVE APPROVAL IN WRITING FOR SUCH SUBMITTALS BEFORE WORK COMMENCES.
2. SUBMITTALS SHALL INCLUDE PHOTOS OF PLANTS WITH A RULER OR MEASURING STICK FOR SCALE,

PHOTOS OR SAMPLES OF ANY REQUIRED MULCHES, AND SOIL TEST RESULTS AND PREPARATION
RECOMMENDATIONS FROM THE TESTING LAB (INCLUDING COMPOST AND FERTILIZER RATES AND
TYPES, AND OTHER AMENDMENTS FOR TREE/SHRUB, TURF, AND SEED AREAS AS MAY BE
APPROPRIATE).

3. SUBMITTALS SHALL ALSO INCLUDE MANUFACTURER CUT SHEETS FOR PLANTING ACCESSORIES SUCH
AS TREE STAKES AND TIES, EDGING, AND LANDSCAPE FABRICS (IF ANY).

4. WHERE MULTIPLE ITEMS ARE SHOWN ON A PAGE, THE CONTRACTOR SHALL CLEARLY INDICATE THE
ITEM BEING CONSIDERED.

C. GENERAL PLANTING
1. REMOVE ALL NURSERY TAGS AND STAKES FROM PLANTS.
2. EXCEPT IN AREAS TO BE PLANTED WITH ORNAMENTAL GRASSES, APPLY PRE-EMERGENT HERBICIDES

AT THE MANUFACTURER'S RECOMMENDED RATE.
3. TRENCHING NEAR EXISTING TREES:

a. CONTRACTOR SHALL NOT DISTURB ROOTS 1-1/2" AND LARGER IN DIAMETER WITHIN THE CRITICAL
ROOT ZONE (CRZ) OF EXISTING TREES, AND SHALL EXERCISE ALL POSSIBLE CARE AND
PRECAUTIONS TO AVOID INJURY TO TREE ROOTS, TRUNKS, AND BRANCHES.  THE CRZ IS
DEFINED AS A CIRCULAR AREA EXTENDING OUTWARD FROM THE TREE TRUNK, WITH A RADIUS
EQUAL TO 1' FOR EVERY 1" OF TRUNK DIAMETER-AT-BREAST-HEIGHT (4.5' ABOVE THE AVERAGE
GRADE AT THE TRUNK).

b. ALL EXCAVATION WITHIN THE CRZ SHALL BE PERFORMED USING HAND TOOLS.  NO MACHINE
EXCAVATION OR TRENCHING OF ANY KIND SHALL BE ALLOWED WITHIN THE CRZ.

c. ALTER ALIGNMENT OF PIPE TO AVOID TREE ROOTS 1-1/2" AND LARGER IN DIAMETER.  WHERE
TREE ROOTS 1-1/2" AND LARGER IN DIAMETER ARE ENCOUNTERED IN THE FIELD, TUNNEL UNDER
SUCH ROOTS.  WRAP EXPOSED ROOTS WITH SEVERAL LAYERS OF BURLAP AND KEEP MOIST.
CLOSE ALL TRENCHES WITHIN THE CANOPY DRIP LINES WITHIN 24 HOURS.

d. ALL SEVERED ROOTS SHALL BE HAND PRUNED WITH SHARP TOOLS AND ALLOWED TO AIR-DRY.
DO NOT USE ANY SORT OF SEALERS OR WOUND PAINTS.

D. TREE PLANTING
1. TREE PLANTING HOLES SHALL BE EXCAVATED TO MINIMUM WIDTH OF TWO TIMES THE WIDTH OF THE

ROOTBALL, AND TO A DEPTH EQUAL TO THE DEPTH OF THE ROOTBALL LESS TWO TO FOUR INCHES.
2. SCARIFY THE SIDES AND BOTTOM OF THE PLANTING HOLE PRIOR TO THE PLACEMENT OF THE TREE.

REMOVE ANY GLAZING THAT MAY HAVE BEEN CAUSED DURING THE EXCAVATION OF THE HOLE.
3. FOR CONTAINER AND BOX TREES, TO REMOVE ANY POTENTIALLY GIRDLING ROOTS AND OTHER ROOT

DEFECTS, THE CONTRACTOR SHALL SHAVE A 1" LAYER OFF OF THE SIDES AND BOTTOM OF THE
ROOTBALL OF ALL TREES JUST BEFORE PLACING INTO THE PLANTING PIT.  DO NOT "TEASE" ROOTS
OUT FROM THE ROOTBALL.

4. INSTALL THE TREE ON UNDISTURBED SUBGRADE SO THAT THE TOP OF THE ROOTBALL IS TWO TO
FOUR INCHES ABOVE THE SURROUNDING GRADE.

5. BACKFILL THE TREE HOLE UTILIZING THE EXISTING TOPSOIL FROM ON-SITE.  ROCKS LARGER THAN 1"
DIA. AND ALL OTHER DEBRIS SHALL BE REMOVED FROM THE SOIL PRIOR TO THE BACKFILL.  SHOULD
ADDITIONAL SOIL BE REQUIRED TO ACCOMPLISH THIS TASK, USE STORED TOPSOIL FROM ON-SITE OR
IMPORT ADDITIONAL TOPSOIL FROM OFF-SITE AT NO ADDITIONAL COST TO THE OWNER.  IMPORTED
TOPSOIL SHALL BE OF SIMILAR TEXTURAL CLASS AND COMPOSITION IN THE ON-SITE SOIL.

6. TREES SHALL NOT BE STAKED UNLESS LOCAL CONDITIONS (SUCH AS HEAVY WINDS OR SLOPES)
REQUIRE STAKES TO KEEP TREES UPRIGHT.  SHOULD STAKING BE REQUIRED, THE TOTAL NUMBER OF
TREE STAKES (BEYOND THE MINIMUMS LISTED BELOW) WILL BE LEFT TO THE LANDSCAPE
CONTRACTOR'S DISCRETION.  SHOULD ANY TREES FALL OR LEAN, THE LANDSCAPE CONTRACTOR
SHALL STRAIGHTEN THE TREE, OR REPLACE IT SHOULD IT BECOME DAMAGED.  TREE STAKING SHALL
ADHERE TO THE FOLLOWING GUIDELINES:
a. 1"-2" TREES TWO STAKES PER TREE
b. 2-1/2"-4" TREES THREE STAKES PER TREE
c. TREES OVER 4" CALIPER GUY AS NEEDED
d. MULTI-TRUNK TREES THREE STAKES PER TREE MINIMUM, QUANTITY AND POSITIONS AS

NEEDED TO STABILIZE THE TREE
7. UPON COMPLETION OF PLANTING, CONSTRUCT AN EARTH WATERING BASIN AROUND THE TREE.

COVER THE INTERIOR OF THE TREE RING WITH MULCH (TYPE AND DEPTH PER PLANS).
E. SHRUB, PERENNIAL, AND GROUNDCOVER PLANTING

1. DIG THE PLANTING HOLES TWICE AS WIDE AND 2" LESS DEEP THAN EACH PLANT'S ROOTBALL.  INSTALL
THE PLANT IN THE HOLE.  BACKFILL AROUND THE PLANT WITH SOIL AMENDED PER SOIL TEST
RECOMMENDATIONS.

2. WHEN PLANTING IS COMPLETE, INSTALL MULCH (TYPE AND DEPTH PER PLANS) OVER ALL PLANTING
BEDS, COVERING THE ENTIRE PLANTING AREA.

F. SODDING
1. SOD VARIETY TO BE AS SPECIFIED ON THE LANDSCAPE PLAN.
2. LAY SOD WITHIN 24 HOURS FROM THE TIME OF STRIPPING.  DO NOT LAY IF THE GROUND IS FROZEN.
3. LAY THE SOD TO FORM A SOLID MASS WITH TIGHTLY FITTED JOINTS.  BUTT ENDS AND SIDES OF SOD

STRIPS - DO NOT OVERLAP.  STAGGER STRIPS TO OFFSET JOINTS IN ADJACENT COURSES.
4. ROLL THE SOD TO ENSURE GOOD CONTACT OF THE SOD'S ROOT SYSTEM WITH THE SOIL

UNDERNEATH.
5. WATER THE SOD THOROUGHLY WITH A FINE SPRAY IMMEDIATELY AFTER PLANTING TO OBTAIN AT

LEAST SIX INCHES OF PENETRATION INTO THE SOIL BELOW THE SOD.
G. MULCH

1. INSTALL MULCH TOPDRESSING, TYPE AND DEPTH PER MULCH NOTE, IN ALL PLANTING AREAS AND
TREE RINGS.

2. DO NOT INSTALL MULCH WITHIN 6" OF TREE ROOT FLARE AND WITHIN 24" OF HABITABLE STRUCTURES,
EXCEPT AS MAY BE NOTED ON THESE PLANS.  MULCH COVER WITHIN 6" OF CONCRETE WALKS AND
CURBS SHALL NOT PROTRUDE ABOVE THE FINISH SURFACE OF THE WALKS AND CURBS. MULCH
COVER WITHIN 12" OF WALLS SHALL BE AT LEAST 3" LOWER THAN THE TOP OF WALL.

H. CLEAN UP
1. DURING LANDSCAPE PREPARATION AND PLANTING, KEEP ALL PAVEMENT CLEAN AND ALL WORK AREAS

IN A NEAT, ORDERLY CONDITION.
2. DISPOSED LEGALLY OF ALL EXCAVATED MATERIALS OFF THE PROJECT SITE.

I. INSPECTION AND ACCEPTANCE
1. UPON COMPLETION OF THE WORK, THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE SITE CLEAN,

FREE OF DEBRIS AND TRASH, AND SUITABLE FOR USE AS INTENDED.  THE LANDSCAPE CONTRACTOR
SHALL THEN REQUEST AN INSPECTION BY THE OWNER TO DETERMINE FINAL ACCEPTABILITY.

2. WHEN THE INSPECTED PLANTING WORK DOES NOT COMPLY WITH THE CONTRACT DOCUMENTS, THE
LANDSCAPE CONTRACTOR SHALL REPLACE AND/OR REPAIR THE REJECTED WORK TO THE OWNER'S
SATISFACTION WITHIN 24 HOURS.

3. THE LANDSCAPE MAINTENANCE PERIOD WILL NOT COMMENCE UNTIL THE LANDSCAPE WORK HAS
BEEN RE-INSPECTED BY THE OWNER AND FOUND TO BE ACCEPTABLE.  AT THAT TIME, A WRITTEN
NOTICE OF FINAL ACCEPTANCE WILL BE ISSUED BY THE OWNER, AND THE MAINTENANCE AND
GUARANTEE PERIODS WILL COMMENCE.

J. LANDSCAPE MAINTENANCE
1. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF ALL WORK SHOWN

ON THESE PLANS FOR 90 DAYS BEYOND FINAL ACCEPTANCE OF ALL LANDSCAPE WORK BY THE
OWNER.  LANDSCAPE MAINTENANCE SHALL INCLUDE WEEKLY SITE VISITS FOR THE FOLLOWING
ACTIONS (AS APPROPRIATE):  PROPER PRUNING, RESTAKING OF TREES, RESETTING OF PLANTS THAT
HAVE SETTLED, MOWING AND AERATION OF LAWNS, WEEDING, RESEEDING AREAS WHICH HAVE NOT
GERMINATED WELL, TREATING FOR INSECTS AND DISEASES,REPLACEMENT OF MULCH, REMOVAL OF
LITTER, REPAIRS TO THE IRRIGATION SYSTEM DUE TO FAULTY PARTS AND/OR WORKMANSHIP, AND
THE APPROPRIATE WATERING OF ALL PLANTINGS.  THE LANDSCAPE CONTRACTOR SHALL MAINTAIN
THE IRRIGATION SYSTEM IN PROPER WORKING ORDER, WITH SCHEDULING ADJUSTMENTS BY SEASON
TO MAXIMIZE WATER CONSERVATION.

2.  SHOULD SEEDED AND/OR SODDED AREAS NOT BE COVERED BY AN AUTOMATIC IRRIGATION SYSTEM,
THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING THESE AREAS AND OBTAINING
A FULL, HEALTHY STAND OF PLANTS AT NO ADDITIONAL COST TO THE OWNER.

3. TO ACHIEVE FINAL ACCEPTANCE AT THE END OF THE MAINTENANCE PERIOD, ALL OF THE FOLLOWING
CONDITIONS MUST OCCUR:
a. THE LANDSCAPE SHALL SHOW ACTIVE, HEALTHY GROWTH (WITH EXCEPTIONS MADE FOR

SEASONAL DORMANCY).  ALL PLANTS NOT MEETING THIS CONDITION SHALL BE REJECTED AND
REPLACED BY HEALTHY PLANT MATERIAL PRIOR TO FINAL ACCEPTANCE.

b. ALL HARDSCAPE SHALL BE CLEANED PRIOR TO FINAL ACCEPTANCE.
c. SODDED AREAS MUST BE ACTIVELY GROWING  AND MUST REACH A MINIMUM HEIGHT OF 1 1/2

INCHES BEFORE FIRST MOWING.    HYDROMULCHED AREAS SHALL SHOW ACTIVE, HEALTHY
GROWTH.  BARE AREAS LARGER THAN TWELVE SQUARE INCHES MUST BE RESODDED OR
RESEEDED (AS APPROPRIATE) PRIOR TO FINAL ACCEPTANCE.  ALL SODDED TURF SHALL BE
NEATLY MOWED.

K. WARRANTY PERIOD, PLANT GUARANTEE AND REPLACEMENTS
1. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL TREES, SHRUBS, PERENNIALS, SOD,

SEEDED/HYDROMULCHED AREAS, AND IRRIGATION SYSTEMS FOR A PERIOD OF ONE YEAR FROM THE
DATE OF THE OWNER'S FINAL ACCEPTANCE (90 DAYS FOR ANNUAL PLANTS).  THE CONTRACTOR SHALL
REPLACE, AT HIS OWN EXPENSE AND TO THE SATISFACTION OF THE OWNER, ANY PLANTS WHICH DIE
IN THAT TIME, OR REPAIR ANY PORTIONS OF THE IRRIGATION SYSTEM WHICH OPERATE IMPROPERLY.

2. AFTER THE INITIAL MAINTENANCE PERIOD AND DURING THE GUARANTEE PERIOD, THE LANDSCAPE
CONTRACTOR SHALL ONLY BE RESPONSIBLE FOR REPLACEMENT OF PLANTS WHEN PLANT DEATH
CANNOT BE ATTRIBUTED DIRECTLY TO OVERWATERING OR OTHER DAMAGE BY HUMAN ACTIONS.

L. PROVIDE A MINIMUM OF (2) COPIES OF RECORD DRAWINGS TO THE OWNER UPON COMPLETION OF WORK.  A
RECORD DRAWING IS A RECORD OF ALL CHANGES THAT OCCURRED IN THE FIELD AND THAT ARE
DOCUMENTED THROUGH CHANGE ORDERS, ADDENDA, OR CONTRACTOR/CONSULTANT DRAWING MARKUPS.
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LANDSCAPE ARCHITECTURE
LAND PLANNING · IRRIGATION DESIGN

National Presence.  Local Expertise.

EVERGREEN DESIGN GROUP


